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FOREWORD

This report describes the work accomplished under AFNAL Contract

Number F33615--76-C-2075 from 15 June 1976 through 15 August 1980. The

work was performed by the Measurement Development Engineering Unit,

Aircraft Engine Business Group of the General Electric Company. Mr. J.

Horner of the Air Force Aero Propulsion Laboratory, Wright-Patterson Air

Force Base was the Program Manager.

The report was prepared by R.A. Weise, the General Electric Company

Program Technical Manager and J.A. Foster. Other contributors during the

fabrication, application, and testing of strain gages were R. St. Clair,

and the assistance of D.M. Carlson, Advanced Materials Engineer of the
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SUMMARY AND CONCLUSIONS

SUMMARY

A three-phase program was completed to develop a reliable, high-tempera-

ture dynamic strain gage system for application to turbine engine components

to 1500* F.

Two candidate gage systems were selected in Phase I and developed in

early Phase II to meet a fatigue strength goal of 4000 microinches/i-ch

double-amplitude at 107 cycles. Table 20 (Page 196) describes the salient

materials and processes of the developed systems. The developed gages were

tested for fatigue strength at R-ratios of infinity and two to a temperature

of 15000 F. Fatigue diagrams of the two candidates are compared in Figures

65 and 66. Gage factor at temperature was defined for the gages and are shown

in Figures 73, 74, and 75.

Also qualitatively determined in Phase II was the effects of the applied

sensors on fundamental frequency, strain distribution, and damping of small

engine blades. Rotational tests of the gage systems were conducted on J85 and

F1OI engines at a centrifugal force in excess of 50,000 gravitational units.

There was no application loss from the 20 gages tested.

In Phase 1II, a piggyback demonstration of reliability was conducted on

a CF6 engine. Stages 1, 7, and 9 were instrumented with a total of 22 strain

gages. Despite a hard-stall in early testing, the reliabilities of the gages

were 60% for Candidate I and 43% for Candidate 2 after 54:40 hours of testing.

Most failures occurred at stall or shortly thereafter. Figure 107 (Page 185)

compares the reliability of the gage systems on the demonstration engine.

Included in this report is Section 4.0, Gage Application and Fabrication

Details. There are a number of changes to the Candidate 1 gage system from

those described in the Phase 1 Interim Report. These are summarized at the

conclusion of Section 3.2, Gage System Improvements. The routing designs

described have evolved over the past 11 years. Fhey are currently used on

all AEG-Evendale development engine tests. They have been proven reliable,

although much engine rework is required.

xiv



The Candidate 2 gage system has been adopted as standard at AEBG-Evendale

because the process and material used to apply this gage system (flame-sprayed

alumina) have been used exclusively for high temperature strain gage applica-

tions for over 15 years. They, therefore, are well-known by our Instrumenta-

tion Application Mechanics. The gages have been used at temperatures beyond

those investigated in this program with dramatic results. Thirty-one of the

gages were applied to Stages 1 and 2 of a low pressure turbine of an advanced

Fl01-type engine. The maximum temperature of Stage I was 1625" F and 1400 ° F

at Stage 2. Maximum stress observed was 15,000 psi double-amplitude. At the

end of 33 hours of rotation, the reliability based on the number of gages was

over 93%; 29 gages were still returning data.

CONCLUSION S

0 Either gage is a marked improvement over gages previously used at
Evendale. A comparison of the fatigue strengths obtained on beams
at room temperature and 107 cycles is shown in the following
tabulation:

Application Improvement, % P in./in.-DA

1. Composite

a. Karma + H Cement (Old) 67 2400
b. Moleculoy + Denex 2 (New) 4000

2. FSA or Rokide

a. Karma (Old) 68 1900
b. Moleculoy (New) 3200

Similar gains in reliability are to be expected.

a Based on fatigue strength data, the composite-ceramic gage system
is preferred at compressor stage temperatures below about 700 ° F.
This was verified by the demonstration of application integrity on
the CF6 engine. The all-FSA gage system is preferred at higher tem-
peratures.

0 The application time for the composite gage is substantially longer

than for the FSA gage. This is because of the lengthy cure schedule
of the Denex 2 cement.

xv



1.0 INTRODUCTION

1.1 PURPOSE

The purpose of this program is to develop and demonstrate a strain gage

system that will improve the reliability, survivability, and accuracy for

measuring alternating strain levels with an imposed mean load on rotating

turbine engine components.

Emphasis is placed on providing reliable strain information associated

with the aerodynamical response of blading during compressor testing. The

strain gage system shall have a high survivability rate with application in

the higher operating temperatures of advanced compressors and at higher levels

of alternating and mean strain. The application of the strain gage to the

compressor blade surface shall not significantly alter the mechanical response

of the blade.

1.2 OBJECTIVES

The objective of this program is to advance strain measurement technology

as applied to compressor rig and full-scale engine test programs. The strain

gage system is defined as the strain sensing element, insulating substrates,

protective overcoats, and associated lead wires running from the sensing ele-

ment through the main shaft, and terminating at a point which will interface

with either a slip ring or telemetry.

The strain gage system shall have a high degree of reliability and sur-

vivability. The strain gage system will be used to monitor the aeromechani-

cal response of compressor blading exposed to erosive conditions, high ther-

mal fatigue, and flutter test program. Design goals are 80% strain gage

reliability for 150 hours of testing at a maximum gas temperature of 1500* F.

The room temperature fatigue strength is targeted to be greater than ±2000

microinches per inch at 107 cycles with a maximum mean strain of +1000 micro-

inches per inch.



1.3 BACKGROUND

Recent low cycle fatigue and flutter programs associated with the de-

velopment of lightweight efficient compressors have been seriously hampered

due co the high mortality rate of dynamic strain sensors. These gages, lo-

cated on the critical stages of the compressor, fail prematurely due to the

oxidation and erosion of the protective overcoats. Also, the high vibratory

strains imposed on the blades during the above types of test cause unaccept-

able fatigue damage to the strain sensing element and the associated lead

wires resulting in premature failures. During full-scale engine tests, ex-

tended and costly delays have been experienced while attempting to decide

whether to continue the program jeopardizing the hardware or reinstrument the

critical stages. Typically, 6-month delays have occurred in test programs re-

sulting from gage failures on critical compressor stages. A high risk exists

in continuing these programs without proper reinstrumentation because of pos-

sible catastrophic engine failure. The availability of a reliable and durable

strain gage system would have prevented these unnecessary and costly delays.

By developing an improved strain gage system, the significant Air Force

payoff shall be a major cost savings associated with elimination of test de-

lays due to premature instrumentation failures. Utilization of the developed

technique by Aero Propulsion Laboratory personnel should greatly enhance the

capability to perform in-house strain gage instrumentation. Additionally,

the procedures used to apply the selected strain gage systems shall be dis-

seminated throughout industry for possible adaptation in future compressor

rig and full-scale engine development programs.

1.4 PLAN

The program is organized into three phases which are subdivided into

tasks. Phase I consists of defining the problem and establishing, through

preliminary screening tests, the most promising metallurgical systems and

application procedures for the strain gage substrates, strain sensing ele-

ment, and lead wire joining techniques. Factors governing the selection of

these systems and procedures will include fatigue strength, gage size, oxida-

tion protection, erosion protection, and gage sensitivity stability to 15000 F.

The most promising systems will be subjected to detailed testing and analysis.

2



Phase II is the detailed laboratory evaluation of the two candidate sys-

tems selected in Phase I. Bench tests will be conducted to define the fatigue

strengths, gage factors, and stabilities from room temperature to 15000 F.

The effects of the strain gage application on blade mechanical response will

be determined. In addition, techniques will be developed for applying gages

to typical high pressure compressor blades made of a titanium alloy and of

a high nickel alloy, such as Inconel 718.

Phase III will be the demonstration of the integrity of the two selected

gage systems on a piggyback compressor test. The tests at engine operating

conditions will establish gage life reliability and performance.

3



2.0 TECHNICAL APPROACH AND PROGRESS

2.1 PHASE I - SELECTING TWO CANDIDATE STRAIN GAGE SYSTEMS

2.1.1 Task I - Literature Search

A search of scientific and technical literature of the libraries of DDC,

NASA, and the General Electric Company retrieved over 2500 document titles

that had subject matter related to the key words: strain gage, dynamic,

sensitivity, temperature stability, applications, and fatigue strength. The

search was conducted to aid in selecting candidate strain gage alloys, pro-

cesses, application materials, and techniques.

Only 25 reports (Section 6.0) were considered pertinent to the program.

They provided information on the performance and stability of common and new

strain gage alloys and application materials but mostly for the measurement

of high temperature steady-state (static) strains rather than for rotating,

dynamic strain measurements. However, the physical, thermal, and electrical

properties data of common and new alloys published in these reports were con-

sidered in the selection of primary candidate strain gage alloys.

2.1.2 Task 2 - Alloy Selection and Test

2.1.2.1 Alloy Selection

Since the literature search failed to identify any specific alloy that

had good potential as a high temperature dynamic strain gage, other methods

of selection were pursued. The basic approach to alloy selection was by

materials properties as reported by the wire manufacturers and knowledgeable

strain gage experimentors. Even though the literature did not specifically

identify any dynamic strain gage candidate, it did define relative material

capabilities of various alloys at elevated temperature, e.g., Reference 14

states that FeCrAI alloys have 4 to 10 times the oxidation resistance of ni-

chrome, which is considered excellent. This along with the fact that FeCrAl

also has a very high specific resistance (1128 A/cmf) and a known gage factor

of approximately 2.0 made it one of the candidate alloys chosen for evaluation.

Other nickel-chrome and platinum base alloys shown in Figure 1 were selected
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as proven strain gage alloys with the physical properties required for a good

high temperature dynamic strain gage. The properties considered as most sig-

nificant are (1) tensile strength, (2) elongation, (3) resistivity, (4) gage

factor, and (5) coefficient of thermal expansion.

Tensile strength was one of the primary properties considered and elonga-

tion was used when available. Tensile strength is one of the best measures of

fatigue resistance of an alloy assuming the material has reasonable ductility.

Most of the alloys selected had tensile strengths from 100 to 200 kpsi. It

should be recognized, however, that specific strengths of fine wires can vary

significantly due to size only. Driver-Harris reports in Reference 2 that

the tensile strength of 0.008-inch diameter Karma wire is 145,000 psi while

it is 130,000 psi for wire having a diameter of 0.004 inch. For this reason,

values reported were used as guides and the specific wires planned for use

would be tested for relative fatigue strength.

The gage sensitivity, which is the product of gage factor and resistance,

was another factor of consideration. The value listed in Figure 1 under col-

umn entitled "Sensitivity" is based on calculated values for a gage wound from

0.0008-inch diameter wire with a 0.125-inch grid length. The gage factor

listed is either from literature or from tests conducted by General Electric.

Figure 1 lists the final selection of alloy candidates. The nine alloys se-

lected and the materials properties that were available are listed.

2.1.2.2 Alloy Testing

The objective of this portion of the program was to determine (by screen-

ing tests) the alloys having the best potential for satisfying the program

objective. The broad temperature range required (RT to 1500 ° F) could demand

that more than one alloy be used to accomplish the program requirement. The

screening tests would include gage sensitivity, oxidation, and fatigue.

Gage Fabrication

Gages were fabricated from fine wire of Alloys I through 6. Alloys 7, 8,

and 9 were not fabricated into strain gages because of the low gage sensitiv-

ities shown in Figure 1. A typical gage with general fabrication requirements

6



is shown in Figure 2. The grid is wound on a hand fixture with 12 longitudi-

nal grid wires. The gage is flattened as defined in Section A-A to maintain

its form and improve handling. The 0.001 x 0.015-inch Karma foil is joined

to the grid, View B, by capacitance discharge resistance welding. Special

care is required when welding at the grid wire to foil interface. This has

been identified as a predominate failure point. Item 8 of the drawings is

the General Electric designed, convoluted lead. This concept was incorporated

as the primary airfoil mounted lead system in the early 1970's and has since

proven to be a very dependable design. Its use has not only eliminated lead

failures on the airfoil but also has reduced failures at the critical inter-

face of the grid wire to ribbon. The leads are formed between two gears, the

spacing of which can be adjusted to allow the convoluting of different wire

sizes. The gears are manually rotated and the wire is fed into the meshing

teeth where it is formed into the shape illustrated in Figure 2. In addition

to the gains in mechanical reliability, the convoluted leads introduce negli-

gible errors into the strain gage signal. Laboratory tests of the leads ap-

plied to a beam that is strained to 1000 microinches/inch in beading have

shown, for a 1-inch length of convoluted lead, that the signal output is 25

microinches/inch (2.5%) with the strain field longitudinal to the convoluted

lead axis. With the strain field transverse to the lead axis, the signal out-

put is I microinch/inch or 0.1%.

Gage Sensitivity Tests

Sensitivity test beams, shown in Section 5, were instrumented with four

gagps, two on each side, using GA100 ceramic cement. The gage includes two

convoluted leads on each gage tab, a total of four leads on each gage. The

four leads permit the determination of gage resistance (Rg) and resistance

change (AR) due to strain (c) while completely eliminating the effects of lead

resistance. Thus, the gage factor is determined for the grid only and does

not include erroneous values that could be caused by the lead system. A pre-

cision epoxy calibration gage and a thermocouple were applied to the measuring

section adjacent to the test gages.

The sensitivity tests were conducted in the General Electric High Temper-

ature Gage Factor Test Facility. Section 5.0 describes the facility, test

setup, and data recording. The test beam is fixed in the facility and is run

7
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as a cantilever beam. The system is calibrated at room temperature, using the

precision foil strain gage, before elevated temperature testing is initiated.

A typical test cycle is shown in Figure 3. Data are taken at temperatures to

1200" F and then the higher temperature (1500" F) testing is completed. This

was done first to establish the characteristics of the alloy to 1200" F and

also to reduce the possibility of gage failure at higher temperatures before

adequate data were obtained at the lower temperatures of interest.

Test Results and Discussion

The results of the sensitivity testing are shown for Alloys 1 through b,

Figures 4 through 9. Generally speaking, the sensitivity screening tests

indicated that all six alloys have relatively good characteristics over the

RT to 15000 F operating range. Since this is a qualification test to deter-

mine whether or not the alloy should be considered for further testing, the

results are considered positive for all of the six alloys tested.

The alloys of nickel-chromium (Alloys 1 through 4) exhibit shifts in gage

factor which is caused by order-disorder transformations of the alloy. This

inherent characteristic has been thoroughly investigated by Willis and

Easterlin in References 4 and 8, Section 6. The iron-chrome-aluminum (FeCrAl)

showed excellent repeatability with little cycle-to-cycle variation as shown

in Figure 8. The resistance stability is very good to 1500' F and, on the

basis of these screening tests, FeCrAl exhibits the best sensitivity character-

istics over the temperature range RT to 15000 F. Platinum-8% tungsten has the

highest gage factor of all alloys tested. The first two cycles to 1200' F

show excellent agreement with very little variation. The resistance also

demonstrated outstanding characteristics. On a sensitivity basis, this alloy

exceeds all others in the RT to 1200 ° F range. Temperatures exceeding 1200' F

cause significant shifts in gage factor and resistance. This is thought to be

associated with oxidation of the tungsten.

Average rating of relative gage sensitivities is listed in Table 1

(Page 19). The rating method is discussed in Paragraph 3.1.2.3.

Oxidation Study

The determination of the basic oxidation resistance of the nine selected

alloys was completed at the maximum operating temperature of 1500' F. Four

wire samples of each alloy were cut from the spool of wire designated for
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program testing. Three samples were inserted into small alumina oxide tubes

to prevent possible loss of identification and to aid in handling the fine

wire and then placed in a furnace. One sample of each wire was removed from

the furnace at 100, 150, and 200 hours. The samples were tagged and sent to

the metallographic laboratory where they were mounted for microscopic exami-

nation and photographs. Figures 10 through 14 show the as-received wire as

well as those exposed to 15000 F for 100, 150, and 200 hours. The wire

diameters are listed; and, even though they range from 0.0007 inch to 0.002

inch, a good relative measure of oxidation resistance was obtained. The

photographs were considered the best measure of relative oxidation from

alloy-to-alloy and were used for the rating listed in Table 1 (Page 19).

The FeCrAl alloy, one of the prime candidates at this time, proved to be

one of the least resistant to oxidation, which is contrary to Reference 14.

The photographs show fissure-like oxide lines that are relatively consistent

from specimen-to-specimen. The increased time shows progressive damage of

similar fissure defects. Various coating techniques are planned in Task 3 of

this phase to enhance oxidation resistance, and FeCrAl will be a prime alloy

for the coatings work. In general, all of the alloys exhibit severe oxidation

after the 100-hour time period. Nichrome V and Tophet C show the best resis-

tance to oxidation. Alloys 7, 8, and 9 were eliminated from the program be-

cause of low oxidation resistances coupled with low gage sensitivities. Table

I summarizes the appraisals of the oxidation resistance of the nine alloy

tests. The weighted percentage relative to a maximum of 20% is shown for each

alloy.

Fatigue Testing

Gage Fabrication/Application

Special gages were fabricated for fatigue testing of Alloys I through 6.

The gages were terminated with constantan foil instead of Karma foil shown

in Figure 2. The purpose of this was to permit soft soldering of small 36-

gage copper leads to the foil. The intent of this testing was to evaluate

the grid alloy only and to exclude the failures that might occur in the junc-

tions or any point other than the grid wire. To eliminate the possibility of
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Alloy 7

9OPt8Ni2W

Temperature, 15000 F
0.002 Diameter

Magnification, 1000x

*As Received o 100 Hours

* 150 Hours o 200 Hours

Figure 12. Oxidation -9OPt8Ni2W.
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Alloy 8

9OPt8Ni2Cr
Temperature, 15000 F

0.002 Diameter
Magnification, 1000x

*As Received *100 Hours

*150 Hours * 200 Hours

Fitgure 13. Oxidation -9)Pt8Xi2Cr.
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Alloy 9

9oPt1ONi

Temperature, 15000 F
0.002 Diameter

Magnification, 1000x

e As Received e 100 Hours

* 150 Hours *200 Hours

Figre 1.Oxidation -90Pt lONi.
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junction failure, the grid only was cemented to the test beam with GAIO0 ce-

ramic cement. The constantan foil and 36 gage lead were encapsulated in sili-

cone rubber to reduce the strain transmission from the beam to the foil/lead

wire. The 0.25-inch thick titanium test beam has a rectangular test section

that will accommodate three test gages on each side of the beam. The test

beam is fixed at one end and driven by a mechanical cam at 30 Hz. A calibra-

tion gage is used to set the strain initially by adjusting the amount of tip

deflection. The Setio 5.0efon is then maintained constant for the duration

of the test (see Section 5.0 for equipment description).

Test Results

A presentation of the fatigue results, Figure 15, shows gages tested and

the number of cycles accumulated at the time of failure. All beams were set

at t1000 microinches/inch and run until gage failure was detected; ±15%

deviation from signal level of the test gage at the start of test shuts down

the system. When shutdown occurs, the number of cycles is logged and the gage

is checked by resistance measurements to assure that failure caused shutdown.

A grid that has opened will normally measure infinite resistance with the gage

at maximum tension and will measure resistance with the gage at the maximum

compression point. After confirming by resistance measurement that the gage

has failed, the machine is restarted, put in automatic shutdown position, and

the remaining good gages are tested to tailure. Gages that survive 1 x 107

cycles at ±1000 microinches/inch are raised in level to ±1500 microinches/

inch, and the test is continued until a gage failure is incurred.

Alloy I, Karma, and Alloy 6, Pt8W, were tested on the same beam. Testing

of these alloys was discontinued after 10 million cycles were accumulated be-

cause the alloys are commonly used at General Electric and, therefore, machine

time could be better utilized investigating materials that are new to GE. None

of the gages of Nichrome V or Tophet 30 accumulated 10 million cycles at the

first level and testing was discontinuod on these materials. Of the first

three gages tested of Tophet C, one ran out and accumulated some cycles at the

1500 microinches/inch level. The other two failed in the grid very early in

the first level. A second beam containing six Tophet C gages was prepared and

tested. The results of the first beam tests were confirmed - two ran out at
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the first level and four failed early. The performance of Alloy 5, FeCrAI,

was excellent. All gages survived the first strain level and one ran out 10

million cycles at ±1500 microinches/inch. Again, the alloy loomed large as a

prime candidate, especially if the intolerable oxidation discussed previously

could be retarded by a coating of metal or metallic oxide.

The ratings shown in Table I are the assessments of the relative fatigue

strengths of the alloys based on the tests conducted.

Metal-Coated FeCrAl Gage Grids

An early attempt to evaluate the potential of coating gage grids to en-

hance their high temperature characteristics was to platinum-coat FeCrAl gages.

This was accomplished by (1) fabricating gages by conventional wire gage wind-

ing methods, (2) gage cleaning and mounting in a special fixture, and (3) de-

positing zl00 microinches of platinum on the grid by sputter deposition. The

resistance of the gages as fabricated was z160 ohms and, after coating, the

resistance was z93 ohms. This was expected when considering the resistivity of

the platinum coating.

The gages were applied to a test beam for sensitivity testing and were

heat treated (20 hours at 1050* F) to stabilize them for elevated temperature

testing. The result of this was that Gage I, Figure 16, increased to 134 ohms

and Gage 2 increased to 113 ohms. Some explanation of this variation is pos-

sibie but additional data on other gages would be required to resolve it

completely.

Figure 16 shows the results of sensitivity tests that followed. It is

apparent that the two gages have different characteristics. The only similar-

ity between the performance of the two gages is the shape of the gage factor

curve versus temperature.

A platinum-coated FeCrAl gage was also exposed to 1500* F for 200 hours

to determine if the coating would retard oxidation. As shown in Figure 17,

the coating afforded no protection of the material; the fissures are still

present although there may be some oxidation reduction at the surface of the

wire.
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70% Fe, 20% Cr, and 10% Al Gage Coated
with Platinum, Soaked at 15000 F for

200 hr

Figure 17. Oxidation of Plat inum-Coated Gage.
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It must be concluded, based on these tests, that the tiin coating of

platinum did not provide the desired results. Further attenpts to provide

protection of candidate alloys by sputter coating with oxides will be con-

ducted in Task 3 of Phase I.

2.1.2.3 Selection of Prime Candidate

The rating method used in selecting the primary alloys to be studied

further in Task 3 testing is shown in Table 1. The rating is based on the

following characteristics:

The Physical Properties of the alloys from Figure 1 included (1) gage

factor, (2) resistance of a fabricated gage having a grid length of 0.125 inch,

and (3) the overall thermal expansion over the operating range (RT to 15000 F).

Physical properties comprise 25% of the total rating.

Gage Sensitivity Stability is the characteristics of the alloy observed

during gage factor/sensitivity testing. This is the estimate of the alloy's

ability to return valid data based on test results, Figures 4 through 9.

Stability also is 25% of the total rating.

Oxidation is based on the test results and photomicrographs of wire sec-

tions after exposure to 1500 ° F, Figures 10 through 14. This appraisal does

not include the possibility of coating; it only considers bare wire as tested

and is 20% of the total rating.

Fatigue is based entirely on the results of fatigue testing, Figure 15.

Although it was apparent that a minimum number of samples were tested, Task 3

work would include testing to confirm the selection of materials used for the

Phase II Program. Fatigue comprises 30% of the total rating.

The weight percent is the estimated value assigned to the categories of

investigation that will yield an alloy capable of satisfying the program ob-

jectives.

The overall rating listed in the Total column represents a numerical

value of the candidate for evaluation in Task 3.
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Three alloys will be carried into Task 3 and tested in various strain

gage systems. The alloys in order of preference are:

Alloy 5, FeCrAl

Alloy 1, NiCrAI (Karma)

Alloy 6, Pt8W

2.1.3 Task 3 - Gage Application Development

The specific objective of this task is to establish two candidate

strain gage systems that would come closest to meeting the program require-

ments of temperature, strain, blade effects, life, and reliability. Two

different applications methods would be considered (Figure 18). One is the

Rokide or flame-spray alumina technique. This method is fairly standard

throughout industry, varying only in the composition of alumina used and in

the method of deposition. The other is the composite-ceramic design that was

developed at GE to protect the gage from the effects of the direct bombardment

of molten alumina during the application process thus improving the fatigue

strength. In that design, H ceramic cement was used. A different cement may

be better in the composite structure, and this will be determined later in

this task. Where appropriate, the areas of investigation in this task must

include the effects of candidate ceramics on the gage grid performance.

Areas of Investigation

A. Gage Grid

1. Fatigue - effects of manufacturing, coldwork, heat treatment

2. Sensitivity Stability - effects of temperature

3. Oxidation/Corrosion with candidate ceramics

B. Lead Attachment - current methods of attaching leads are a potential
source of failure

C. Application Materials - adhesion, shrinkage, and outer coat erosion.
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.Strain Gage Application Development

A\P pp l I ion C *.i, i

Grit Blast

-4 Nickel Aluminide

Base Coat

-0 ~ Flame "SPIayed
Alu1mina Bas(- Co)at

S t rali n Gage
H Cement

111 e r"Iied i at I Coa t

-90------ Finished Appi icat l(.)n ---- o.

Figure 18. Standard and Composite Applications;.
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2.1.3.1 Gage Grid

Fatigue

Wire strain gages made by GE are flattened at about 25% coldwork to im-

prove handling of the gages during lead attachment and application. It was

shown, Reference 26 and Figure 19, that Karma strain gage performance could be

stabilized for use between room temperature and 1000* F by heat treating at

1050" F. It was also shown during testing in a GE Strain Gage Improvement

Program that the heat treatment improved the fatigue strength of the gage.

Since gage fatigue strength is a very important factor in a highly reliable dy-

namic strain gage system, it was believed that the established conditions of

coldwork and heat treatment temperature might be varied to produce a higher

fatigue strength in Karma.

To verify this, fatigue tests were conducted with gages that were condi-

tioned with different amounts of coldwork and heat treatments. Of the 18

gages tested, only one survived the first level of dynamic strain and most

failed before 105 cycles. These premature failures were unexpected. Post-

test inspection showed all gages failed in the grids and grid thicknesses

among the gages tested varied from 0.25 mil to 0.4 mil. By specification in

Figure 2, the thickness of the flattened gage grid should be 0.5 mil to 0.65

mil.

Because of this, gages stored in the crib that were fabricated by shop

personnel were inspected for thickness and found to vary from 50% to 60% of

the original diameter (0.0008 in.) for one mechanic, to 25% to 40% for the

other. Scanning electron microscope pictures of a "good" gage (Figure 20)

revealed surface defects that could significantly reduce the gage fatigue

strength. Gage flattening procedures, which are unique to GE, and equipment

were reviewed. They did not provide adequate gage thickness, finish, or

flatness control. The equipment and procedures were redefined. Figure 21

shows the new concept. Gage blocks are hardened jo-blocks having parallelism

and flatness controlled to ±2 microinches with a surface finish of 0 to 0.4

microinch. The center block can be changed in 0.1-mil increments to provide

control of gage thickness. Gage thicknesses obtained using these blocks were

verified by a measurement gage capable of resolving 0.05 mil. This technique

will be refined and used in the fabrication of gages for Phase II testing.
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a) Controlled Thickness and Finish with Polished

Gage Blocks

Surface - I000. 1 0.,01'i

* 0-0.4 Microinch
* Flatness = ±2 pinches

Over Gage Length

O Variable in 0.1 mil Increments

b) Thickness Gage to Monitor Gage Flattening

Accurate to 0.05 rail

I II

Figure 21. Modified Gage Flattening Fixtures.
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It was recognized, during early testing, that optimizing fatigue strength

through cold work/heat treatment conditioning by fatigue testing applied gages

would require time-consuming matrices of conditioning variables for the three

candidate alloys. An alternate technique was required to determine the degree

of high cycle fatigue improvement provided by various conditioning for each

alloy and, then, to rank the alloys with regard to fatigue strength. Gages

fabricated to the conditioning that would provide maximum fatigue strength

could then be tested on fatigue beams.

According to the GE Advanced Metallurgist, without regard to surface de-

fects of a material, high cycle fatigue primarily is a function of grain size,

yield strength, and ductility. It is believed grain size should not be al-

tered by the processes involved in strain gage manufacture; therefore, a pull

test to determine stress versus elongation of the wire under different condi-

tions would provide the required information. It was decided to use load (P)

versus elongation because of (1) the difficulty in measuring the area changes

of the very fine wire to obtain stress (P/A), and (2) the requirement to later

establish system fatigue with applied strain gages. I

A test was designed that involved pulling a 1/2-inch length of wire and

recording the load in grams versus the elongation in mils on an X-Y recorder.

Each end of the wire undergoing test was cemented to a Kapton tab. One tab

was pinned to a small strain gaged cantilever beam that provided a calibrated

signal of load to the recorder. The other Kapton tab was pinned to the car-

riage of a 4-inch lathe that traveled 2.4 mils/second. The motion of the car-

riage (elongation) was measured by a spring-loaded displacement transducer

(LVDT) that provided X-axis input to the recorder. Elongation data must be

corrected for load cell deflection versus load. This fine-wire test facility

is shown in Figure 22. Typical failed test specimens are shown in Figure 23.

Initial testing was conducted on the as-received wire to establish a

baseline for comparison with conditioned specimens. Conditioned specimens

were tested to obtain the average and range of ultimate tensile and yield

load and elongation. Figures 24 and 25 show typical average load versus

elongation curves for Karma, and a new candidate, Moleculoy, which is a

modified Karma alloy of 75Ni 20Cr 4.5AI. Moleculoy was introduced to the
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program because the GE Karma alloy was not readily available and the modified

.l11v that came closest to it was obtained from Molecu-Wire Corp., Wall Town-

,;!ip, New Jersey.

All data were analyzed by the Advanced Metallurgist. The criteria used

Ft Felect the combination of coldwork and heat treatment that would provide

iAximum fatigue strength are maximum 0.2% yield strength with an elongation of

About 3%. Figures 26 through 29 are plots of 0.2% yield load and elongation

versus coldwork and heat treatment. Elongation data have been corrected for

load cell deflection.

Following is a brief discussion of each wire by the metallurgist:

Karma (76Ni, 20Cr, FeAI) - Karma wire improved its strength very little

*4tiun simply flattened; however, when the flattened wire was heat treated, a

30% strength increase was realized. Higher strength but lower ductility is

realized by increasing the degree of coldwork. The wire, even when flattened

Le 0.0003 inch, gave fairly repeatable results. The current 10500 F heat

treatment is as good as 850 ° or 1300 ° F for strength and ductility.

Moleculoy (75Ni, 20Cr, 4.5AI) - The Moleculoy wire responded slightly to

cldwork. But when heat treated after working, the strength increased nearly

1,07. The best combination appears to be coldworking to 0.0005 inch followed

bv 1300 ° F heat treatment. Lower temperature heat treatments and increased

rol,',urk resulted in lower ductility. Increased time at 13000 F could result

in uvei netter strength.

FtCrAI (7OFe, 20Cr, IOAI) - The FeCrAl wire was weakened by the heat

(reatments investigated. It responded well to coldwork; however, its strength

;anl ductility fell short of that demonstrated by Karma or Moleculoy. In addi-

on, the FeCrAI data were less repeatable. The above factors indicate FeCrAI

would be weaker in HCF compared to Karma or Moleculoy.

Alloy 479 (92PT, 8W) - Alloy 479 has the best as-rtceived strength of the

Ulo's studied. Coldwork, heat treatment, or combinations thereof failed to

increase the strength or ductility. The property reduction resulting from the

O50" and 1300* F heat treatment may be due to oxidation. Apparently, the

, lov has a very low work hardening coefficient since it did not respond to
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The summary of 0.2% yield strength and elongation for different condi-

tioning schedules shown in Figures 26 through 29 should be useful in ranking

the alloys and processes with regard to HCF strengths. The degree of improve-

ment in HCF offered by a particular process might be estimated using the rctio

of the 0.2% yield strengths. An estimate of yield stress can be calculated

assuming the original cross sectional area of the wire remains unchanged (there

is a small reduction in area which occurs during flattening). For many high-

yield-strength alloys, the endurance limit is generally greater than 0.5 times

the tensile strength. With the conservative assumption that it is only 50% of

the 0.2 yield strength, the estimated room temperature endurance limits for

the various alloys, when flattened and heat treated to the recommended con-

ditions, are:
Single Amplitude
Endurance Limit,

Material Condition microinches/inch

Karma 25% CW-10509 HT 3470

Moleculoy 37% CW-1300 ° HT 4160

FeCrAl 20% CW-None 2910

Pt8W 25% CW-None 5430

Obviously, without regard to other factors such as oxidation, thermal expan--

sion, etc., platinum-tungsten is the best fatigue resistant alloy. But the

data show a loss in room temperature fatigue strength of the Pt8W and FeCrAI

that is probably related to oxidation. In the case of platinum-tungsten, the

loss would be from the selective oxidation of tungsten. A test to confirm

this was conducted on Pt8W that was heat treated at 13000 F for 2 hours in an

argon atmosphere. The yield strength was not reduced as it was when heated

in air. Reference 6 states, "Above about 800" F, the effect of oxidation of

small diameter Pt-W wire is appreciable because of the selective oxidation of

tungsten."

The comparison of room temperature fatigue strength of the candidate al-

loys after exposure to temperature indicated for only 2 hours is shown in the

following tabulation:
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Endurance Limit Single Amplitude

After 2 Hours at Temperature In-

Cold- No Heat dicated ( F)

Material work, % Treat 850 1050 1150 1300 1500

Karma 25 2670 2990 3470 --- 3470 ---

Moleculoy 37 3010 4090 4090 --- 4160 ---

FeCrAl 20 2910 -.. .-- 2050 --- 1430

Pt8W 25 5430 --- 4820 --- 3630 ---

The estimates of endurance limits are for the wire alone when conditioned

as noted. It does not include distress or stress risers that could occur

during gage fabrication, lead attachment, and application processes.

Based on this testing, the conservative estimates of endurance limit de-

termined from the data and without ,cgaid to other factors such as loads from

other sources (e.g., thermal expansion, centrifugal strains, etc.), it is

concluded:

I. Pt8W has the highest endurance limit; but to avoid selective oxida-

tion of tungsten that would reduce strength, it should be used below

800 ° F.

2. Moleculoy is more fatigue resistant than the GE-Karma and appears

the best single candidate alloy for meeting long life requirements

over the required temperature range to 1500 ° F.

3. FeCrAI should be dropped as a candidate strain gage alloy.

Sensitivity Stability

The gage factor-at-temperature testing conducted in Task 2 provided no

additional information about the performance of Karma and platinum 8% tungsten.

Both alloys are commonly used at GE and their advantages and shortcoming were

thought to be well known. FeCrAI was new, and it appeared to be the best

single candidate because of its stability over the temperature range to 1500" F

and its room temperature fatigue strength. However, the strength testing in

this task indicates it is weaker in high cycle fatigue than the other candi-

dates. For this reason, no additional sensitivity tests were conducted.

47

- " ... I" | " * *i
' '

* . " - "- . .. - ,r\ - . -- - :-



Platinum-tungsten suffers the selective oxidation of tungsten, Reference

6, above 800" V that causes changes in strain sensitivity as well as strength.

It was believed that the stability of the alloy could be improved with suit-

able protective coatings that would retard if not prevent oxidation. Attempts

to provide this protection with sputtered oxide coatings were unsuccessful and

are discussed later. In any event, it seems advisable to limit the applica-

tion of platinum 8% tungsten to 8000 F to obtain maximum sensitivity stability

pending the development of suitable coatings.

In a GE-funded program to establish the accuracy of Karma strain gages

for compressor rotor use, it was found that gages heat-treated after being

applied, using standard Rokide techniques, had very stable resistance and gage

factors at temperature. Two different heat-treatment temperatures were in-

vestigated - one at 830* F because some of the early-stage blades in the rotor

have dovetails containing an antifret material that cannot be exposed to tem-

peratures above 8600 F and the other at 10500 F. Heat treatment time for both

temperatures to stabilize resistance was determined to be 2 hours. Figure 19

from Reference 26 shows the gage factor and resistance of gages when tested

to 800" F and 1000 F for stabilization heat treats of 830" F and 1050* F,

respectively.

Since Karma and Moleculoy are similar nickel-chromium alloys and Molecu-

loy has the higher estimated endurance limit, a high temperature sensitivity

test was conducted with two gages made from Moleculoy mounted to a high-

temperature gage factor beam using Denex 2 cement. The test was to determine

(1) if the alloy when heat treated at 1050* F would have stable gage factor

and resistance at temperatures below 1000 ° F, and (2) if heat treatment above

1500* F would produce stable gage characteristics between 1000" F and 1500* F.

The tests were conducted at 640 microinches/inch double amplitude.

Figure 30 shows the gage factors and gage resistances at temperature for

Moleculoy when subjected to the thermal cycles as shown in the figure. The

data points are the average of the two gages. Moleculoy responds very similar

to Karma when heat treated at 1050 ° F. The gage factors for the two cycles to

1000 ° F were repeatable for each gage to better than 1%. Moleculoy gage re-

sistance exhibited a steady decrease with temperature while the Karma gage

resistance change is essentially zero from room temperature to 1000 ° F.
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After exposure to 1550' F, the gage factor is greater than that of the

1050' F heat treated gage in the range from room temperature to 10000 F, and
its repeatability on the two high temperature cycles was 1%. The resistance

curve on cooling underwent a permanent change at room temperature of 6.2%.

The resistances to 1500" F were also repeatable on the two successive cycles.

Below 1200" F, the gage factor and resistance of the 1050* F heat-

treated gage are different from the gage exposed to 1550 ° F. At or near

that temperature there exists a critical temperature where alloys high in

nickel-chromium undergo a metallurgical phase change or order-disorder trans-

formation. The order-disorder phenomenon of nickel-chromium alloys makes

them unsuitable for steady-state strain measurements above 650 ° to 700 ° F.

Easterling, Bertodo, Taylor, et al., in References 8, 12, 16, and 23, discuss

the effects of this transformation and cooling rate on the resistances of

nickel-chromium alloys. The resistance change characteristics of these

alloys are generally similar to those shown in Figure 31 (Reference 12). The

relationship between these resistance changes and dynamic gage factor or

strain sensitivity is not discussed by the investigators. The data show it

is an inverse one for Moleculoy.

It is concluded that Moleculoy can be stabilized by heat treatment at

1050' F for use below 1000 ° F. Gage factors above the critical temperature

are repeatable. Long term drift should be less than either FeCrAl or Pt8%W

because of its lower oxidation rate when applied with Denex 2 cement which

is discussed in the following paragraphs.

Oxidation/Corrosion

Oxide Coated Gages - Investigations were conducted to protect gage

alloys that showed good potential from a fatigue and sensitivity standpoint

but were heavily oxidized at higher test temperatures. Previous work com-

pleted by GE Corporate Research and Development Center (CR&D) showed that

Forsterite (2 MgO - S1O 2 ) was best suited for wire coating. This oxide coat-

ing provides excellent insulation resistance (over 107 ohms at 1500" F for
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Figure 31. Typical Order-Disorder Phenomenon of Nickel-Chromium Alloys.
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0.1-mil coating) and good bond strengths at the oxide-wire interface. How-

ever, in early 1976, it was shown that the material totally decomposed after

a few hours in a weak solution of carbon dioxide in water at room tempera-

ture. It was reported by CR&D that this acid sensitivity is characteristic

of a number of silicates that do not contain crystalline ring structures

which promote chemical stability (such as is found in quartz). Most common

ceramic cements used in strain gage work use aluminum phosphate as the bond-

ing agent. Forsterite-coated gages cannot be applied with these cements, but

this is required for coated gages applied by composite-ceramic techniques

which is a major thrust of this program.

It was decided to investigate alternate coating materials applied by

RF-sputtering. Aluminum oxide (A 203 ) had been investigated as a sputter

coating for Karma strain gages in 1974 by Corporate Research and Development

in our "Calrod" strain gage program. Although it gave good pinhole-free

vitreous layers on the wires, the A1203 would ruin the preformed shape of the

gage because of thermal expansion differences between the two materials (7.4

ppm/° F for Karma and about 4 ppm/ F for alumina). Materials having higher

coefficients of thermal expansion (TCE) than A1 203 were selected from avail-

able targets; the thermal expansion of chromium oxide (CrO) is 5 x 10- 6 in./

in./* F and for magnesium oxide (MgO), it is 7.4 x 10-6 in./in./° F. The TCE

for platinum-tungsten is 4.4 x 10-6 in./in./* F and FeCrAl is 9.6 x 10-6 in./

in./* F.

Five strain gages of each candidate alloy were resistance welded by the

gage legs to the sides of a sputtering fixture so that the free grids extended

above the top surface of the fixture. Two fixtures containing the 15 gages

each were prepared, one for MgO, the other for CrO coating. The first fix-

ture was installed in the sputtering chamber. A sputter-etch cycle was em-

ployed to clean the surfaces of the gages. Five microns (0.2 mil) of MgO were

then RF sputtered onto the gages using standard process parameters for apply-

ing the material onto flat substrates. Upon removal from the chamber, all

gages were heavily distorted and could not be used for sensitivity or fatigue

testing. It was thought that the bias voltage used during the sputter-etch

cycle was too great and the gages had been overheated. The second fixture

was installed with the CrO target and the bias voltage during the sputter-

etch cycle was reduced to about 20% of the original voltage used. But again,
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zh, gages were found to be distorted after coating with 5 microns of the mate-

I oither from overheating and/or insulating film stresses that were too

eroat for the free gage grids. Coating fine wires with CrO and MgO is not

w ithin the current state of the art. No further investigations into alter-

:ZIto coating materials or process parameter adjustment were attempted.

While, all the gages that were sputter coated with CrO and MgO were dis-

,,rcd, most of them were sufficiently flat that they could be covered with

ieients or flame-sprayed alumina to test the combinations for oxidation pro-

tect ion. This test might provide some direction for future coated strainr

.'ape development. The best gages were applied to 1/2 x I x 0.040 inch thick

iastelloy X test coupons. Three coated gages (Karma, FeCrAI, and Pt8W) were

: ppil ied to each coupon and covered with coatings of candidate cements or flame-

s;prayed alumina applied with the Rokide gun or the Hitec minigun.

Sufficient gages were obtained to fabricate four coupons with MgO-coated

ages using H, P1 and Denex 2 cements. Chromium-oxide-coated gages were

applied with GAIOO, PBX, and alumina flame sprayed with the 1/8-inch rod gun

and the Hitec minigun. Figure 32 shows the combinations of coated gages and

ipplication materials possible with the limited number of acceptable gages.

After soaking the coupons 150 hours at 15000 F, they were mounted, sliced,

ind polished for examination by the Materials Engineer. Figures 33 through

)8 are photomicrographs of the coated wires after exposure.

Materials Engineers Appraisal

Evaluation of Wires Having Been Coated Prior to Embedding in the
Cements and Heated at 1500' F for 150 Hours

Wires embedded in H, P2 , and Denex 2 were coated with MgO prior to embed-

dini, them in their respective cements while wires embedded in other cements

were coated with chrome oxide prior to the embedding. Moleculoy was not eval-

uated in this test. The results of this test are presented in Table 2, Page 63.
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Karma FeCrAl

Application: Base Coat and Top Coat of
Candidate Application

Materials.

Use Standard Cure Cycle Recommended by
Vendor.

Heat at 15000 F for 100 Hours.

Pt8W -

Test Coupon

1/2 X 1 x 040

Hastelloy X

Cement Karma FeCrAl PT8W

H MgO MgO MgO

P1 MgO MgO MgO

Denex 2 MgO MgO MgO

GA100 Cr0 Cr0 Cr0

PBX Cr0 CrO Cr0

FSA- ROD CrO Cr0 Cr0

FSA-MG Cr0 Cr0 Cr0

Figure 32. Oxidation Test Coupons - Coated Alloys.
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Oxidation of Fine Wires Covered and Coated with

Cement- PBX Coating -Cr0,

Karma FeC rA 1

1000x iQOOX

479

1000x

Figure 33. Coated Gage Oxidation.

55



Oxidation of Fine Wires Covered and Coated with

Cement -GAINO Coating -Cr0

I FeCrA 1 479

1000X 1000OX

Oxi dat ion of Fine Wires Cove red and Coa ted with

Cement - P1  Coating -MgO

Ka rma FeCrAl

1000X lOOO\()

Fi gu re 34. Coated Gage Oxidation.
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Oxidation of' Fine Wires Covered and Coated with

Cement -H Coating - MgO

Ka rma Fe CrA I

LOOOX 1000X

479

1000OX

FigUre 35. Coated Gage Oxidation.
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Oxidation of Fine Wires Covered and Coated with

Cement -Denex 2 Coating - MgO

K arma 479

1000X 1o0oX

FeCrAl

L000X

Figure 36. Coated Gage Oxidation.
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Oxidation of Fine Wires Covered and Coated with

Cement - Al203 Hitec Coating - CrO

Karma FeC rA 1

1000X 1000X

'179

1000x

Figure 37. Coated Gage Oxidation.
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Oxidation of Fine Wires Covered and Coated with

Cement - Al 2 0 3 Rokide 1/8 in.. Coating - CrO

Karma FcCrA l

I000X 1000X

479

lO00OX

Figure 38. Coated Gage Oxidation.
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Table 2. Depth (% Radius) to Which Deterioration Proceeded
After 150 Hour, 1500 ° F Exposure Having Been Coated
Prior to Embedding in Cements.

Karma FeCrAI Pt8W
Cement Wire Wire Wire

Denex 2 20 Cracked 0

GAIO No Cracked 25

H 40 40 100

PBX 5 Cracked 20

P1  15 Cracked No Not Obtained

A120 3 (Mini) 25 Cracked 90

A120 3 (Rod) 5 Cracked 25

In general, coating the wires prior to embedding seemed to postpone de-

terioration until the coating was destroyed or penetrated. With but two ex-

ceptions after 150 hour exposure at 1500 ° F, deterioration was proceeding as

if no coating were present.

Pt8W wire coated with MgO prior to embedding in Denex 2 showed no deteri-

oration. Karma coated with chrome oxide prior to embedding in PBX also showed

good results. FeCrAl again had a propensity to crack when coated prior to the

embedding. These results suggest that with the proper coating deterioration

resistance can be improved.

Uncoated Wires

The purpose of this test was to determine the oxidation and/or corrosion

of the candidate wires when covered with candidate application materials and

exposed to high temperatures for 150 hours. The objective was to identify

those combinations of cements and wires that will exhibit the least deteriora-

tion of the wires. Two exposure temperatures were selected: 1500 ° F, the

maximum ure temperature for the gages, and 12000 F because it satisfies near-

future compressors.
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Each test coupon was prepared with I-inch lengths of the four candidate

wires and base coats and top coats of a candidate application material. Two

coupons were prepared with the same application material - one for the 1200"

F exposure and the other for 1500 ° F. After the coupons were exposed, they

were mounted, polished, and photographed. Figures 39 and 40 are typical

photomicrographs of the exposed wires.

Evaluation of Wires After Being Embedded in Cements

Wires were exposed either at 12000 F or at 1500 ° F for 150 hours. T.he

results of the evaluation from these wires are presented in Tables 3 and 4.

Table 3. Depth (% Radius) to Which Deterioration

Proceeded After 150 Hour, 1200* F Ex-
posure After Embedding in Cement With
No Prior Coating.

Moleculoy Karma FeCrAl Pt8W

Cement Wire Wire Wire Wire

Denex 2 0 0 <5 10

GA I00 <5 5 10 15
H 10 30 10 20
PBX 5 5 10 15
PI 5 10 0 25
A1203 (Mini) 5 20 15 25
A1203 (Rod) 15 75 10 90

Table 4. Depth (% Radius) to Which Deterioration
Proceeded After 150 Hour, 1500 ° F Ex-

posure After Embedding in Cement With
No Prior Coating.

Moleculoy Karma FeCrAl Pt8W
Cement Wire Wire Wire Wire

Denex 2 5 40 10 10
GA 100 5 5 10 25

H 10 15 15 20
PBX 0 40 90 30

Pi 10 10 10 60
A1203 (Mini) 40 100 10 25

A1203 (Rod) 10 5 0 25
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Moleculoy exhibited a superior ability to retard deterioration over the

entire range of cements.

Moleculoy in combination with Denex 2 cement was very impressive in re-

ducing deterioration as was Moleculoy in combination with PBX cement. Em-

bedding Pt8W wire in any cement failed to improve deterioration appreciably

and worsened deterioration in some cases. The Karma and FeCrA1 wires ex-

hibited selective deterioration resistance depending on the cement in which

they were respectively embedded. Embedding Karma in GAIOO cement best re-

duced deterioration, while embedding it in P1 was seen to also be bereficial.

Embedding FeCrAI in Denex 2, Pl, and A1203 (Rod) produced good deteriora-

tion resistance. FeCrAl when embedded in the cements seemed to lose its pro-

pensity to form radial cracks.

Denex 2 was superior to all other cements in reducing deterioration.

There was no other cement which limited deterioration in combination with all

wires.

Summary of Oxidation Protection

It appears that of the materials selected for evaluation at this time

the Moleculoy wire and Denex 2 cement are best qualified to reduce deteriora-

tion. Coating the wires prior to embedding did not appreciably improve re-

siit; however, results suggest more research in this area might be beneficial.

2.1.3.2 Strain Gage Lead Joining

The strain gage grid joining technique that is currently used in fabri-

cating GE strain gages is shown in Figure 2. The technique is to capacitance

discharge weld the grid wire between folded Karma ribbon 0.001-inch thick by

0.015-inch wide. The joint has always been suspected of being the major cause

of gage loss because of the deformation of the wire at the weld from the com-

bination of pressure applied to the electrode and the heat generated during

discharge. The deformation is a stress concentration that seriously degrades

the tensile and fatigue strengths of the wire. Moreover, since no fixturing

is used in the process, the strength of the joints would be fairly random ex-

hibiting a wide rang e of scatter. It was thought significant reliability im-

provements could be achieved by improving the lead joining technique.
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Lead Joining Program

A lead joining development program was initiated in the Weld Development

Laboratory to improve the strength of the joint between the gage grid wire

and the lead wire of 0.003-inch diameter Chromel P. Several important goals

and considerations to be established were:

1. Effects of the specific joining processes on candidate wires strength
and fatigue resistance with a goal of 80% of the ultimate tensile
load of the wire

2. Reliable operation to 15000 F

3. Heat treatment procedures

4. Existing manufacturing geometries with a goal to remove the inter-
mediate attachment ribbon

5. Realistic gage handling capabilities.

Processes that were considered by the laboratory were (1) brazing, (2) low

pressure diffusion bonding, (3) capacitor discharge resistance welding, and

(4) ultrasonic welding.

The techniques were reviewed with the following resulting conclusions:

1. Brazing with special eutectic and activated alloys suitable for
brazing nickel base materials was investigated. Brazing was con-

sidered because the fillets which result with this process are ex-
cellent for distributing stress and therefore increasing fatigue
life. Very refined and detailed techniques would be required of
this process. The grid wires, being small, have little mass to
absorb the (4iffusion of the eutectic and activated alloys, and it
is very probable that with continued exposure at high temperature

the resulting grid wire strength, local to the joint, would be lower
than the unbrazed grid wire. Moreover, ordinary silver- or gold-
base braze alloys do not have sufficient strength at 1500" F and
are unacceptable for this application.

2. Low pressure diffusion bonding was investigated. Previous work done
in this area showed promising results. Attempts similar to the ini-
tial work met with little success. Further serious work was aban-
doned because of the high heat input and the resulting large heat
affected zone.
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3. The existing method of capacitor discharge resistance welding was
evaluated. Pull tests were made on several resistance-welded joints
and failures occurred at or near the bond area with less force than
the tensile strength of the wire. The pull specimens were fabricated
using standard techniques by the Instrumentation Mechanic who now
makes all Karma strain gages for application to engine components.
All specimens failed in the joints (four tested) at 37.5, 33, 31,
and 14 grams. Breaking load for Karma, as determined by load versus
elongation tests discussed earlier, is 45 grams. Attempts to in-
crease the strength of the wire at the joint by varying probe shape
and welder power settings resulted in some improvement.

4. Ultrasonic welding, a solid-state process, seemed to be the most
suitable course for continued development by the GE Weld Develop-
ment Lab. Minimum changes in wire properties in the weld area are
expected because of the low temperatures generally involved. A
search of technical literature for information on the process indi-
cates that it has been used to join metals such as nickel, nichromes,
and ferrous-based alloys among others. References 27 and 28 provide
discussion of metal joining using ultrasonic welding. These also
indicate that ultrasonically-made bonds have higher endurance limits
with some materials than resistance or fusion welding.

Ultrasonic Welding

An ultrasonic welding system, Sonobond Model W-1040, Figure 41, was avail-

able for evaluation and process development. Original work, because it was a

goal to remove the short piece of ribbon used to join the grid to the 0.003-

inch diameter Chromel P lead, included bonding flattened grid wire to round

and flattened specimens of Chromel P. Handling problems were encountered,

,iowever, because of inadequate fixturing. The process development continued

,Iling 0.015 inch x 0.001 inch Karma ribbon, as in the existing gage fabrica-

tion process. The Fine Wire Test Facility shown in Figure 22 was used to de-

trmine the strengths of the specimen bonds. Figure 42 shows the specimen

Ji--ign and the method of installation in the facility. By varying the force

tho ultrasonic welder transducer arm, the power setting and time setting,

,.d the number of discharges of the welder, bonds of the flattened wires to

, rihlon were onained that approached 80% of ultimate tensile loads of

* .- ,d wire. Cleaning the wire and ribbon surfaces with an acid solution

•+N i, + 51F + 701120, which was neutralized before the weld was made,

II Ioint- that nearly always exceeded the 80% UTL goal. All failures

wire next to the bond. Heat-treated Karma and Moleculoy weld
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specimens were also tested. Improvements in strengths were obtained, as ex-

pected, although Moleculoy specimen strengths did not increase proportionally

to increases in wire strength as det nmined in the wire pull tests.

Table 5 (Page 73) shows the results of testing specimen bonds using the

developed parameters of force, power, and time settings.

Even though the goal to eliminate the intermediate attachment ribbon has

not been accomplished from a tensile strength viewpoint, the ultrasonic bond-

ing technique provides more consistent, higher strength joints than the stan-

dard capacitance discharge welding procedures now used. The ultrasonic bond-

ing technique will be used with ribbon intermediate leads on future gages for

this program until procedures of flattening and joining the 3-mil, Chromel P

lead are developed.

2.1.3.3 Application Materials

As mentioned early in this task, two candidate applications would be

considered: (1) the Rokide or flame-spray alumina (FSA) technique, and (2) the

composite-ceramic technique. For the composite-ceramic technique, Denex 2

appears superior to all other cements tested in preventing or retarding high-

temperature oxidation and corrosion. Since it was new to GE, there was little

known of its electrical resistance, shrinkage (that might cause loss of the

top coat of flame-spray alumina), and adhesion. Its resistance to erosion was

not considered important because the top coat of FSA would be selected to pro-

vide that capability for the structure.

In the literature, a BLH Technical Bulletin 4310-9 compared the elec-

trical properties of seven ceramic cements. It states, "Brimor U-529 (which

is Denex 2 cement) appears to afford the best combination of handling charac-

teristics and high temperature insulating properties. This cement was signif-

icantly superior to all others tested..... Six cements maintained a resistance

to ground of approximately 1 to 3 megohms at 1200 ° F and only Brimor U-529

retained a resistance value in excess of 1 megohm at 1400" F." The cements

tested were P1 Dry Mix, PBX, H, Brimor U-527 and U-529, Transonics 64CP, and
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NBSX-142A. Denex 2 when used in the composite-ceramic structure on top of a

base coat of FSA, as shown in Figure 18, would provide more than adequate

insulation properties at 1500* F, one of the goals of this program. Resis-

tance tests were not considered necessary at this time.

The problem of shrinkage was also thought to be unimportant provided the

cement is cured properly. The manufacturer's instructions state, "A final

curing should be done for 1 hour at a temperature at 1000 F above the oper-

ating temperature of the gage being mounted." Therefore, detailed shrinkage

tests were not conducted.

Although it was believed that the surface provided by the FSA base coat

in the composite-ceramic structure would provide excellent adhesion for the

cement, a test of Denex 2, along with 9 other common ceramic cements, was

conducted to assure it had adequate bond strength.

Quench Test - The bond strength of ceramics can be determined a number of

different ways. A quick test is to subject applications of the cement to

thermal shock to obtain bond strength relative to those of cements that, by

experience, have proved adequate. The test was to water quench from 1400 ° F a

coupon containing strain gages applied with the cement. The coupons were

Inconel 718. Half the surface of the coupon was blasted with coarse 36 grit,

the other half with either 120 or 220 grit to determine the effect of surface

finish on adhesion. A strain gage was applied to each roughened surface using

recommended application and cure techniques for the cement under investigation.

Of the 10 cements subjected to this test, 6 had no losses as shown in

Table 6 (Page 77). Figures 43 and 44 are photographs of the quenched samples.

The surface finish of flame-spray alumina when applied as a base coat is

about the same as a surface treated with 60 to 80 grit. Without regard to

the belief that the solvent system used in ceramic cements etches the surface

of alumina base coat creating much better adhesion than on steel, it is con-

cluded that the adhesion of Denex 2 is as good as H cement which has been

used in previous composite applications without adhesion problems. It there-

fore is acceptable for the candidate strain gage system.
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Water Quench from 14000 F
Ceramic Cements on Inconel 718

36 Grit 220 Grit

PBX

Cer 1000

Cer 1200

Allen P1

Figure 43. Adhesion Shock Test.
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36 Grit 220 Grit

LP 29

Cerama Bond

503

Cerama Preg 550

36 Grit 120 Grit

Denex 2

GA100

Figure 44. Adhesion Shock Test.
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Table 6. Quench Test.

O-Passed X-Debond

Surfac e
Cement 3 120 grit 220 grit

H 0 0

PBX 0 --- 0

Cer. 1000 (PBX) 0 --- 0

Cer. 1200 X --- X

P1  0 --- 0

LP29 0 --- X

Cerama Bond 503 X --- X

Cerama Preg 550 X --- X

CA1O0 0 0

Denex 2 0 0

Erosion Tests - In the composite-ceramic or straight flame-spray strain

gage applications, only the outer coat of aluminum oxide is subjected to ero-

sion from the airstream. Therefore, only alumina applied by the three dif-

ferent application systems were tested for eriosion resistance. The three

systems are:

1. 1/4 in. A1203 rod gun

2. 1/8 in. A1203 rod gun

3. Hitec miniature powder gun.

The first two are generally used throughout industry for the applications

of high temperature strain gages. The processes are noisy and the spray guns

generally unwieldy. The Hitec minigun has the advantages of light weight,

adjustable powder feed, and very low noise output.

Three flame-spray alumina (FSA) coupons of steel were prepared with a

strip of A1203 1/2 inch wide and 6 inches long by 0.015 inch thick. Half of

each FSA strip was scrubbed with H ceramic cement, because it was observed

that the process seemed to improve the erosion resistance of the A1203 spray
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coat. After curing the cement, the specimens were alternately placed in the

erosion fixture, Figure 45, and blasted with SS White No. 3 grit at 80 psi.

The time was measured to erode away the alumina and expose about the same size

area of steel coupon underneath on the three specimens. Time is the figure-

of-merit for relating erosion resistance of the coatings if all exposed areas

are the same.

As seen in Figure 46, the area of alumina removed is nearly the same for

applications with the 1/8-inch rod gun and the low-noise Hitec minigun. The

time measured to expose each area was 50 seconds. For the 1/4-inch rod gun,

the area is slightly smaller but the time was 200 seconds. Therefore, it is

concluded that A120 3 applied with the 1/4-inch rod gun is greater than four

times as erosion resistant as the other two techniques.

The H cement improved the erosion resistance of sprayed coatings pro-

vided by the 1/8-inch gun and minigun. The eroded area of these treated spec-

imens is 25% to 30% smaller than the untreated surfaces for a 50-second expo-

sure, indicating a slight improvement in resistance to erosion. A slight re-

duction in area was noted between the treated and untreated applications for

the 1/4-inch gun.

The compositions of these alumina rods and powder mixtures were obtained

from vendor literature. They are:

1/8-inch rod: BLH-S; 98.5 A1203 + 0.5 SiO 2 + Ti + Na

1/4-inch rod: BLH-H; 97.5 A1203 + 2.5 SiO 2

Powder: 99.52 A120 3 + 0.33 NaO 2 + 0.10 FeO 2 * 0.04 SiO 2

The superior erosion properties of the 1/4-inch rod are apparently from ihc

high percentage of quartz (silica) that might cause the formation of an

alumina-filled silica glass. The resistance to erosion is one of the prop-

erties desired in the candidate gage systems; therefore, top coat applica-

tions will be made using the 1/4-inch rod gun.

2.1.4 Task 4 - The Two Candidate Systems

Combining the results of Phase I, the candidate systems can now be se-

lected. Table 7 (Page 81) is a summary of the proposed candidate systems.
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0 Typical Samples Grit Blasted with SS White No. 3 Powder at 80 psi

BLH-H High Purity
Alumina Applied with
1/4 in. Gun

200 sec 200 sec HCmn
Treatment

BLH-S Alumina Applied
with 1/8 in. Gun

50 sc 50sec H Cement
50 sc sosec Treatment

High Purity Alumina .

Applied with Hitec
Powder Gun

50 sc 50sec Cement
50 sc 50SeC Treatment

Figure 46. Erosion of Flame-Sprayed A1203 .
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Application Selection

It has already been shown that a Karma gage applied with composite-

ceramic techniques has a higher fatigue strength at room temperature than the

same gage applied with an all flame-spray structure (2400 microinches/inch

versus 1900 microinches/inch). Both tests were conducted with unheat-treated

gages. The composite-ceramic technique is, therefore, selected as a candi-

date. The all-FSA or Rokide technique is selected as the second candidate.

Gage Material Selection

When considering all properties of the candidaLe strain gage alloys -

fatigue, sensitivity stability, oxidation, and/or corrosion - combined with

materials of application, Moleculoy appears to be the only alloy that is

suitable for the whole temperature range to 1500 ° F. One might be tempted to

select Pt8W for use to 800 ° F because of its high fatigue strength and sensi-

tivity stability, and Moleculoy to cover the rest of the temperature range to

1500" F. However, Pt8W has a very low thermal coefficient of expansion and,

when applied to a blade of high thermal expansion, would be subject to large

static strains that reduce the fatigue strength of the gage. In the absence

of fatigue limit (stress range) data for the two candidate alloys, an estimate

of the effect of mean strain on endurance limits can be obtained from Goodman

diagrams.

In Figure 47, Goodman diagrams have been constructed for the two alloys

using 0.2% yield strain obtained from the pull tests and the estimated endur-

ance limits of the gage after two hour exposure at about 800 ° F. Plotted on

di.agrams is the sum of the strain on the gage caused by thermal expansion dif-

ference limits of the gage after 2-hour exposure at about 800 ° F. Plotted on

diagrams is the sum of the strain on the gage caused by thermal expansion dif-

ferences, with the gage applied to typical engine blade materials at 800 ° F,

and the mechanical strain of 1000 microinches/inch, which is a program re-

quirement. Based on these comparisons, Pt8W does not afford an improvement

over Moleculoy at a blade temperature of 8000 F. The temperature at which

the estimated endurance limits of the alloys would be equal on a blade of

A 286 is 630" F. Below that, Pt8W has the higher estimated endurance.
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Thermal Coefficients
of Expansion

Blade TCE
Mtl. x 10-6 IE:/ 0 p

Ti 5.2

Inco 718 7.8

A 286 9.6

Gage TCE
Matl. XI10 6 IIE/O F

PT8W 4.4

Moleculoy (Karma) 7.4

Assumes Grid is Zero Strain
at 750 F
Temperature of Blade

r. .0is 8000 F

4J 6 u

Q) X Ti

.o

Ino 1

2 -- T 28

0 2 4 6 8 10

0.2% Yield from Pull Test, ndcroinchesfinch x 10-

Figure 47. Goodman Diagram Showing Relative Endurance Limits of
Moleculoy and Pt8W on Common Blade Alloys from Thermal
Expansion Differences.
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Holeculoy is selected as the single candidate alloy that will cover the

complete temperature range requirements of this program.

Ceramic Cement

Based on the results presented under Oxidation/Corrosion and the results

of Task 3, Denex 2 (fine-ground Brimor U-529) is selected for the composite-

ceramic system.

Flame-Spray Application

A four-to-one erosion resistance is afforded by flame spray applied by

the 1/4-inch rod gun over 1/8-inch rod and the Hitec minigun. The 1/4-inch

rod gun will be used throughout the remainder of this program.

Lead Joining

The ultrasonic welder used in the development of the technique will be

used with the short Karma ribbon, as defined in the present gage, until the

development of direct attachment of the grid to 3-mil, Chromel P leads.

Blade Surface Preparation

The blade surface in the area that will be equipped with the strain gage

and leads will be grit-blasted to remove all scale and surface contamination.

The grit-blast material is 120-grit, 90Z pure virgin aluminum oxide, called

Dynablast, from Norton Co.

An adhesion coat 2 to 3 mils thick of Metco 443 will be applied by plasma

spray. Metco 443 has superior oxidation resistance to Metco 450 presently

being used.

Primary Lead Wire

The wire that has been adopted as standard at GE is 30-gage chromel-

alumel wire in a duplex insulation of carded asbestos with a tightly woven

glass cover overall. The wire is normally spliced to the strain gage leads

of 3-rail Chromel P under the blade platform.
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2.1.5 Candidate Systems Application Process

The process steps that will be used for the application of the candidate

,,i gage systems in Phase II are those currently considered "standard" at

vendale. Modifications of these processes may be introduced to improve

,,,) icat ion performance.

Whether the gage application is to be composite-ceramic or all-flame

..,, the process is the same up to and including the applicaiton of the

,.mI-sprayed A1203 base coat. The process steps applying the gage involve

iher the use of ceramic-cement or strips of Scotch 64 tape. Obviously, the

il top coat spray is the same for both systems.

The gage applications that should result from careful application pro-

,s are shown in Figure 48. The salient difference between the two struc-

,'s is that the ceramic cement replaces the flame-spray tie-down coat of the

FSA application in the composite-ceramic application.
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'.2 PHASE II - LABORATORY TESTS OF TW) CANDIDATE STRAIN GAGE SYSTEMS

The purposes of this phase of the program were to develop/improve the

!,,chniques and materials of applications and to establish the electrical and

.echanical performance of the two candidate gage systems. The performance

,i:aracteristics that were determined during this phase were:

0 Task 1 - Fatigue Strength

0 Task 2 - Sensitivity

* Task 3 - Effect of Applications on Small Blades

0 Task 4 - Effect of High Rotational Speeds on Application Integrity.

2.2.1 Task I - Fatigue Strength Testing

The objectives of this testing were to (1) identify system faults and

,rrect them by design or technique modifications during the room temperature

ests phase, and (2) establish the fatigue strength of each system at room tem-

p,rature, 850 ° F, 12000 F and 1500* F. The technical objective was to achieve

room temperature fatigue strength greater than ±2000 microinches/inch at 
107

vies with a tensile mean strain of 1000 microinches/inch.

2.2.1.1 Test Equipment and Test Description

Most fatigue testing was conducted in the High Temperature Strain Gage

'aLuation Facility described in Section 5.0 and shown in Figure 121. The fa-

it' test beam design, Figure 127, was used for room temperature (Ti6-4) and

. F (Inconel 718) tests. The sensitivity beam design, Figure 122, was

--d for high temperature testing - Inconel 718 at 1200 ° F and Udimet 700 at

,1)0° F. The fatigue tests were conducted at mean strain levels of zero

-',-ratio = -) and at one-half the single-amplitude alternating strain (A-ratio

'). (A-ratio is the ratio of the single-amplitude alternating strain to the

an strain.) In early testing, 10 million cycles (107) were used to define
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gage fatigue strength. This was later changed to 106 cycles because of the

extremely long time required to accumulate 107 cycles on the 30-Hz Krouse

fatigue test machines.

Test Matrix

The test matrix that was used in the fatigue testing is shown in Table 8:

Table 8. Fatigue Test Matrix.

A-Ratio A-Ratio = 2
Temperature, Beam Candidate Number Number

0 F Type Design* Beams Gages Beams Gages

RT Figure 127 1 1 3 1 3

Ti-6AI-4V 2 3 1 3

850 Figure 127 1 1 2 1 2

Inco 718 2 2 1 2

1200 Figure 122 1 1 2 1 2

Inco 718 2 2 1 2

1500 Figure 122 1 1 2 1 2

U700 2 2 1 2

*Candidate 1 is the Composite-Ceramic Application

Candidate 2 is the all-FSA (Rokide) Application

Test Sequence

In all fatigue testing, it was assumed that no damage to the gage struc-

ture results from testing at vibratory strain levels lower than the fatigue

strength of the gage system. Therefore, the test sequence used was to accu-

mulate 107 (later 106) cycles at a low strain level, increase the strain

level by 400 to 600 microinches/inch peak-to-peak (for A-ratio = 2 testing,
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mean strain was increased 1/2 the increase in vibratory strain), and again

,ccumulate 107 cycles. This sequence was continued until all gages failed.

obviously, since damage is incurred at strain levels lower than, but very near

the fatigue strength, the fatigue strength defined in these tests is a con-

servative one. All failure modes were recorded with a view toward improving

the candidate system fatigue strength by either design or technique/material

changes.

Data Handling Considerations

The application of strain gages by either composite-ceramic or all flame-

'.1rav ceramic techniques results in a very complex structure that has many

t , etial failure sources. It was, therefore, expected that cycles-to-failure

!nd strain level at failure could be very random among the gages tested. Be-

-at.-e of this and because of the small number of gages that would be used at

,,-h test condition, a statistical approach of determining average fatigue

strrlgtih aiid standard deviation would not provide a meaningful measure of the

t,, i,'ue strength capability of properly applied gage systems. All fatigue

dtai, rams were obtained using the gage that survived the highest strain level

aid therefore represents the highest strength of the gages tested.

Postmortem Techniques

Failiire locations were identified by nondestructive and destructive post-

Sr.r teciniques. Nondestructive postmortems were conducted to locate the

" ilure that caused the signal conditioning circuit to automatically turn off

ti, Krouse fatigue test machine. In this technique, the application material

, r ,moved carefully from Locations A and B in the following sketch:

AC

Weld of Convoluted Interface Ribbon
Wire to Primary Leads
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Resistance measurements are made between points A-A, B-B and A-B. If it is

determined that the open circuit is in the strain gage element, the end loops

C are exposed by abrading the top coat away with a stick of alumina. Resis-

tance is metered from A to C. If it indicates open, the failure(s) is in the

outer filament or the weld. If the open exists between C and C, no attempt

to locate it is made at this time. Similarly, if it is in a lead, the post-

mortem is discontinued and the Krouse machine restarted. This process is

continued until all gage systems fail. During this first inspection, the

gage system is disrupted as little as possible.

All circuits are then thoroughly postmortemed. Failures generally are

located by abrading the top coat with the alumina rod. If the abrading does

not cause further damage to the wire, a photograph is taken through the micro-

scope. These photographs are compared with photographs taken during the

application cycle in an attempt to determine the need for process changes.

2.2.1.2 Test Results and Discussion

Gage Systems Improvements

As mentioned before, initial fatigue testing at room temperature was

used to improve the techniques and materials of the selected gage structures.

Most of the effort was directed toward the composite-ceramic structure, be-

cause it was new to GE and had not been used for strain gage applications on

engines.

Twenty-five Moleculoy strain gages were fabricated and flattened to 0.6

mil using the modified gage flattening fixture. Inspection of the gages under

the microscope (at 70X) did not reveal any major defects introduced by the

flattening between the jo-blocks. Measured gage thickness ranged between 0.55

mil and 0.65 mil. The gage shape was not uniform, tending to spread at the

lead attachment end (Figure 49). This indicates that there was insuffi-

cient flattening and coldwork to set the form. Additional gage flattening

would be required to improve the gage shape, but these gages would be used

during the improvement phase.
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EI

Figure 49. 1/8-Inch Long
Moleculoy Gage,
Flattened to 0.6
Mil from 0.8 Mil
Diameter Wire
(Typical).

Table 9 (Page 92), Early Fatigue Testing to Develop/Improve Gage Appli-

cation Procedures and Materials, is a chronological compilation of the results

of early fatigue testing. The following discussion (by Test Number) presents

'ho purpose of the test, application difficulties, conclusions and changes, if

any, to application process, materials, and structure design.

Test Number 38-77. The purpose of the first test was to determine the

fatigue strength of Moleculoy gages when applied with Denex 2 cement. During

the application of the gages, difficulty was experienced in wetting the cured

base coat of Denex with the top coat that encapsulates the gage, interface

ribbon, and the Chromel P convoluted leads. Attempts to apply the gages with-

out tape strips to hold the gage grid to the base coat proved unsuccessful be-

cause the gage grid became distorted when touched by the brush used to apply

the cement. Two tapes 0.025 to 0.030 inch wide were used to hold the grid to

the base coat. The applications were thick.
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Initial beam strain was set at 2000 microinches/inch peak-to-peak. All

systems failed between 50,000 and 600,000 cycles. Four failures were in the

gage grid and two were interface ribbon failures. The ribbon failures were

caused by inadequate support of the Chromel-P leads and were discounted.

iThese failures were not encountered again throughout the test program.)

GE experience with composite-ceramic applications when using Karma gages

with H-cement showed a system fatigue of 2400 microinches/inch p-p at 107

cvc les.

It was concluded that either the fatigue strength of Karma was greater

chan Moleculoy (in which event, the pull-tests and/or assumptions used in

"iase I to determine the fatigue strengths of candidate alloys did not pro-

:uce valid results) or the Denex 2 cement was the major contributor to early

tailure. Tests Number 44-77 and 45-77 were conducted to identify which of

tne above caused the low fatigue strength obtained on the beam.

Test Number 44-77. This test was conducted to determine the relative

tatigue strengths of Moleculoy and Karma gages. There were two major consid-

-ations in the test design. First, the application technique should not dam-

c the gages. Second, only the grid was to be tested for fatigue strength -

the interface ribbon and weld were not to be tested. Room temperature curing

i'TC) epoxy cement was selected to apply the gage grid. This is a clear epoxy

ament that is used for the application of foil gages. Figure 50 shows a typi-

gi gage application on the test beam.

Three Karma gages were fabricated using standard techniques and heat

'rated with three Moleculoy gages at 10500 F for 2 hours. These were ap-

Lied to opposite sides of the test beams. The test sequence was the same as

-scribed earlier except periodic manual shutdown was required so that gage

rtsistance could be mesured. Resistance measurements were made across the

gage legs at tile end of the RTC near the interface ribbon.

All three Moleculoy gages and one Karma gage survived the test sequence

through 4000 microinches/inch p-p and 107 cycles as shown in Table 9 (Page

,2). The failures occurred in The grids of the Karma gages.
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Base and Top Coat
of RTC Cement

mm- End off RTC
Top Coat of 3140--o
RTV Over Interface

Figure 50. Moleculoy Gage in RTC Epoxy Cement.

It appears that the estimates of fatigue strength from pull-test data

of Phase I are valid. Moleculoy has a higher endurance limit than Karma. It

also appears that the "infant mortality" in TN 38-77 was Denex 2 oriented.

Test Number 45-77. This test was conducted to compare the fatigue

life of Moleculoy gages when applied with Denex cement and H cement. Three

Moleculoy gages were applied with each of the cements. The Denex 2 applica-

tion procedure was modified slightly to ensure better wetting of the FSA

base coat when the tip coat is applied. The technique used was to etch the

base coat surface with aluminum phosphate prior to the application of the gage

and the first top coat of cement. The first top coat appeared to flow better

onto the base. Application thickness was reduced from that of TN 38-77.
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The test results (Table 9, Page 92) indicate an improvement in fatigue

strength by the slight change in application procedures. Nevertheless, the

performance of H cement applied systems appeared superior to the Denex

systems.

Postmortem of the H cement application showed one grid failure and two

Chromel P lead failures that occurred at the 3000 microinches/inch level.

The Denex applications at the 2400 microinches/inch level had one grid and

one lead failure. After the 3000 microinches/inch level and 5 x 105 cycles,

one more grid failure and one more Chromel P lead failure were revealed by

the postmortem.

It had been suggested that a large number of large particles could in-

crease the probability of damage to the fine strain gage wires and create a

failure site, especially at high dynamic strains. A review of photomicro-

graphs ot the two cements obtained for oxidation protection studies in Phase

I, showed a significant difference in particle size distribution. With few

exceptions, Figure 51 shows that, while the size of the large "rocks" in the

two cements was about the same, there were significantly more "rocks" in the

Denex cement. Fine ground cement was ordered from the vendor, Dentronics, to

test in future composite-ceramic applications.

While it was thought possible that the large "rocks" could also damage

the 3-mil diameter Chromel P leads, the most probable source of stress risers

was the convoluting fixture gears. Inspection of the gear teeth did not show

any major defects. However, an inspection cycle of convoluted leads was ini-

tiated for future applications.

Test Number 48-77. There were two investigations conducted during the

application of gages for this test. First, because only moderate changes in

Denex application improved the fatigue characteristics in TN 45-77, it was

thought that additional changes might produce even better results. Second,

all convoluted leads would be inspected for defects that would reduce the

fatigue strength of the Chromel P leads.

According to Dentronics, Denex 2 cement could be thinned with distilled

water in the ratio of 4 parts cement to I part water by weight. Using this

thinned cement with the aluminum phosphate etch improved the application
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characteristics, providing better control of thickness. It was also found

that the tape holding the gage to the base coat had to be removed while the

part is still warm after the partial cure of the first top coat at 170" F.

It the tape is removed at room temperature, there is noticeable motion of the

grid wires and leads that probably cause damage.

Photographs were made of all gage applications and lead wires after the

first top coat of cement was cured. Any defect observed in the wire was

photographed at 70X with the intent of correlating lead failures with the

defects. Application difficulties were also noted.

The performance of these composite-ceramic applications was better than

tLose previously tested, as can be seen in the table. The failures shown in

the table were identified by postmortem techniques after the Krouse machine

was automatically shut down by the open circuit and before the test was re-

started. The application was damaged as little as possible during the post-

mortem so that additional failures could be accumulated. These might aid in

identifying poor application procedures or design faults by correlations with

problems observed during the application phase.

The postmortem at the end of the test showed two additional lead failures

,or a total of five and six additional grid filament failures for a total of

nine. Grid filament failures mostly occurred in the outer filament near the

interface ribbon. Two of these were believed to be related to the first post-

mrtem to identify the first failure.

Failures of Gages 1, 3, and 6 were in the outer filaments as shown in

-:iure 52. These were associated with an application problem that involved

tno removal of gages after the first taping and retaping to the base coat.

Gage 2 was applied with the outer filament very near the edge of the

ilame-spraved alumina base coat because of the gage shape. Figure 53 shows

the installed gage held in place with the first top coat. The postmortem

snowed that the gage failed in this filament. Figure 54 shows the failure

site. It failed at 2 x 104 cycles at 2400 microinches/inch peak-to-peak.
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Failures

- Interface Ribbon

Convoluted Lead

Figure 52. Typical Outer Filament Failures (40X).

Figure 53. Gage 2 Installed
Too Close to Edge
of FSA Base Coat
(lox).

96



<AI!
* . IOX

40Xf

*lox

Figure 54. Failure Site of Gage 2.

-iause of this failure, gages were flattened to 0.4 mil instead of the

L- aL 0.6 mil. Figure 27 from Phase I, 0.2% yield and elongation versus

.. Icning for Moleculoy, shows that the estimated fatigue strength would be

. about 5% but the elongation would decrease from 3% to 1.5% to 2%. This

2 ....;ie in elongation was not considered a serious problem at this stage of

.Ligue test program.

Using the new flattened thickness, gages were much more uniform and could

better aligned with the stress field (Figure 55).

There was little correlation between observed Chromel P leadwire defects,

,train level, and failures. For instance, both Gages 4 and 5 had defects in

* le ad as shown in Figure 56. These were the only lead wire defects, among

il. ,ages, observed during the application inspection. While the defect in

',::t Gage 4 lead appeared small, lead failure did occur at that site but at
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Figure 55. 1/8-Inch Long
Moleculoy Gage

Flattened to

0.4 Mil - Typical.

Gage 4

Gage 5

Figure 56. Defects in Chromel P Convoluted Leads
(70X) - Not Caused by the Convoluting
Fixture.
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tne 3400 microinches/inch level. The defect in Gage 5 appeared much more

serious, but the lead never did fail although it was subjected to the same

stress level. Other lead failures occurred at 2400 microinches/inch. The

tatigue strength of the alloy became suspect.

Chromel P (Ni-1OCr) was the prime candidate for airfoil leads in these

strain gage systems because it was routinely used at GE in all high tempera-

ture, d-mic strain gage applications. Failures of these leads had never

neen observed in such applications. Because of the GE design approach of

routing these intermediate leads on the airfoil through low dynamic strain

aireas (determined from strain distribution tests), it was likely the alloy

,iad never been subjected to strain levels used in these beam tests. Vendor

literature contained no fatigue strength data, only the ultimate tensile

stress (UTS) which is 95,000 lb/in. 2. Pull-tests of the wire in the Fine

ire Test Machine showed the UTS ranged between 94,000 and 97,000 lb/in.2 .

The 0.2% yield strength is about 84,000 lb/in.2 . The modulus of elasticity,

:aiculated from the weighted moduli of the alloy constituents, is 30.6 mil-

lion lb/in.2 . As in estimating the single amplitude endurance limits of

indidate strain gage alloys from the 0.2% yield strength (Phase I), the en-

,.urance limit of Chromel P was estimated to be +1370 microinches/inch or 2740

i.icroinches/inch peak-to-peak. While this value probably is low, it never-

ieless indicates the need for a higher strength intermediate lead.

Platinum-lO% nickel having a diameter of 2 mils was available and was

..b jeted to the same tests. The UTS is 270,000 to 274,000 lb/in. 2 . Vendor

La show 230,000 lb/in. 2. The 0.2% yield strength is about 260,000 lb/in.2.

''!c modulus of elasticity, again calculated from the weighted moduli of plati-

urm and nickel, is 24.6 million lb/in.2 . The estimated endurance limit is

5300 microinches/inch. The Pt-10Ni replaced the Chromel P and will be used

tnroughout the program.

Test Number 57-77. The purpose of this test was to determine the fatigue

life of the Moleculoy gages when applied with all flame-spray alumina tech-

niques (Candidate 2). The new platinum-l0% nickel leads along with the gages

flattened to 0.4 mil. Three of the gages being applied to one side of the

tailed during the application of the first coat of flame-spray alumina.

w interface ribbons had not been properly secured to the base coat with tape.
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The ribbons fluttered during spraying causing the outer filaments to fail.

The taping procedures were redefined and the applications of gages to the op-

posite side of the beam were completed. The failed gages were not reapplied.

Figures 57(a) and (b) show the differences between the first coats of improper-

ly and properly taped gages.

' (a) Improperly Appied Gage.
Notice the Wide First

Coat Over the Ribbon.
Tapes too Narrow.

Open 1st Coat Thick.

x

- (b) Properly Applied Gage.
Interface Ribbon Held

by Tape.
Tape Width Increased.

Figure 57. Differences Between First Coats of a Properly
and Improperly Applied Gage.

The test results of the three gages shown in Table 9 (Page 92) were very

encouraging. The strain level of 3000 microinches/inch and 107 cycles is
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itgher than Karma gages applied using similar techniques and tested in the

ir mainer. The highest strain level that the Karma gages survived 107

, was only 1900 microinches/inch p-p. There were oo failures of the

L'L-lONi convoluted leads.

Postmortems showed the failures were in grid filaments at locations cor-

re'rponding to the interfaces of the first and second coats (top coat). It is

s rit-ntly thought that these failures are inherent to the Rokide process. It

x,' .. ic - of the reasons the composite structure was developed.

Summary of Improvements From Table 9

A-, a result of these early fatigue tests, there were a number of changes/

!,,r iovements in the candidate strain gage systems. It was still to be proved

ii changes enhanced fatigue performance.

1. Modified application techniques of the composite-ceramic structure
improved the fatigue strength of the gages. The impact of finer
ground Denex 2 still is to be determined.

2. Increased flattening of the gage from 0.6 mil to 0.4 mil was in-
troduced to improve gage shape and, thereby reduce application

problems.

1. le convoluted lead material was changed from Chromel P to Pt-I0Ni.
This appears to be an improvement.

(;ag. grid and interface taping techniques were redefined to reduce

gage loss during the application of gages using the flame-spray
process.

These changes were used in all gage systems applied for the fatigue
testing at temperature and at A ratios of infinity and 2.

fatigue Testing at A-Ratio =

The results of fatigue testing of the modified gage systems are shown in

table 10 (Page 104). In these tests after TN 2-78, it was necessary to rede-

,ir f; tigt:e strength from 107 cycles to 106 cycles. This was because over

92 hours were required to accumulate 107 cycles. In the event a gage failed,

i.e., at night or over the weekend, the machine was shut down until a post-

ci.i , ot the failed gage was made and the testing of survivors was restarted.

,ih , (a ised serious delays in the program schedule.
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Fine-ground and thinned Denex 2 cement was used in the composite struc-

tures. The grind that was used was 65 hours (nominal) of additional pulver-

iz:ing. The large particles in this cement were about one-half the size of

large particles in H cement as shown by the photomicrographs in Figure 58.

-]0.0010.1

IrI

Fine Ground (65 hr) H Cement

Denex 2

Figure 58. Particle Size Comparison of Fine Ground Denex 2

and H Cement.

]he cement application procedures that were developed in TN 48-77 were used

-,,LtI the fine-ground cement.

"lhe results of Test Number 2-78 shown in the table indicate a remarkable

t-ipi -,vment in fatigue strength of gages applied with composite-ceramic tech-

nfluo ;. The Pt-lONi leads did not fail. The composite-ceramic gage that
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survived 107 cycles at 4000 microinches/inch p-p was tested at A-ratio of 2

(300u microinches/inch tension and 1000 microinches/inch compression). It

accumulated 220,000 cycles before failure in the grid occurred.

One of the composite applications in Test Number 19-78 (a repeat of TN

5-78 because of beam failure) exhibited a downward shift in gage factor and

was considered failed when the decay was observed. During the postmortem,

the ceramic cement in this structure was found to be loose and grainy, the

result of insufficient mixing of the cement before application. The other

gage did not exhibit this gage factor shift.

The postmortem results of the testing at A-ratio of infinity (Table 10)

are shown in Figure 59. All failures that were observed are included. The

letters indicate failure site and correspond to those shown by the sketch in-

cluded with the table. As shown, failures in the composite-ceramic gage sys-

tem tend toward the gage grid and outer filament while those in the all-FSA

structure are at the edge of the tape hold-down.

Fatigue Testing at A-Ratio = 2

Fatigue test results of gages tested at A-ratio of 2 are shown in Table

11 (Page 108). Gage fabrication, application materials, and techniques were

the same as used in A-ratio -- testing.

Some of the test beams were started at strain levels that caused failures

before I million cycles could be accumulated. In Test Number 13-78 at 1200 ° F,

both gages exhibited supersensitivity or increasing gage output prior to fail-

ure. The 2-mil Pt-lONi leads failed near the junction of the lO-mil chromel-

alumel primary leads shown in Figure 60. Similar failures at 1500 ° F and

A-ratio = (TN 25-78) led to moving the splice to a lower stress area on the

beam for TN 30-78 and 31-78. There were no lead failures of the gage systems

in these test numbers.
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ELLadair

Candidate -Failure Site Total__

Gage System A B C ID E IF OtherToa

I Gomposite) --- 3 3 1 -- 1 2(2) 10(l)

2 (FA) 5 __ - 2 -- -- 2 2(2) 1

(l)Surviving Candidate 1 from TN 2-78 not included.

5~~' -78 b -am failed; 3 gages still operating.

TN 1-78Canidae I gage factor shift.

Figure 59. Gage Failures Resulting From Fatigue Testing at A-Ratio
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Figure 60. Pt-lONi Lead Failure

Near Splice, Gage 2,
TN 13-78.

The results of the postmortem inspections are summarized in Figure 61.

As can be seen from this figure and Figure 59, a pattern of failures is be-

ginning to evolve. Composite-ceramic gages are prone to fail in the outer

filaments between the interface ribbon and the bottom of the gage grid. The

all-FSA failures occur primarily in the grid at the edge of the first FSA

coat.
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F-Splice S B in Grid

1 Copoit) - 1()-9

Lead n stf ory

No ~~ ~ ~ t Incue
in the Test G C-Outer Fa e Tes

FatiueeTstinponalade

hE Lead Wire

Candidate Failure Site
Gage System A B C D E F Other Total

I (composite) the 7 complexi 1ie )  9

2 (FSA) 4 --- 1 ... .. 2 2 ( 2 )  9

(1)Gage did not fail; 30-gage lead failure.
(2)Beam failed near clamp. Gages still operating satisfactorily

TN 10-78

Figure 61. Gage Failures Resulting from Fatigue Testing at
A-Ratio - 2.

Fatigue Testing on Blades

All the fatigue testing discussed above was conducted on constant-stress

beams. Tests were also conducted on engine blading in the Hot Shake Facility

which is described in Section 5.0, Test Equipment. It was thought testing on

blades would provide a more realistic fatigue strength, because it factors

into the gage application the complexities of curved surfaces, lead routing

through fillets, and stress riser.

Table 12 (Page 111) shows the results of this testing.
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Test Number 1-78. These blades were prepared in conjunction with Task

4, Effect of High Rotational Speeds on Application Integrity. Twelve blades

were instrumented - 4 Stage 3, and 4 Stage 9 received composite-ceramic appli-

cations, and 4 Stage 8 were equipped with all-FSA applications. One of each

stage was to be fatigue tested in the Hot Shake Facility.

Stage 3 and 8 blades were completed before it was determined that Pt-lONi

leads were superior to Chromel P (Test Number 57-77). These blades used the

Chromel P leads on the airfoil. The Stage 9 blades were completed with Pt-lONi

leads. Figure 62 shows photographs of the gage applications after the first

coats of alumina or Denex 2 cement have been applied. This figure identifies

the failure sites determined by postmortem inspections. Figure 63 shows a

typical completed splice of the convoluted leads to the Chromel Alumel leads

that are routed through the spool of the compressor rotor to the slip ring or

telemetry.

The failure of the Chromel P lead in the Stage 3 application was not

surprising in light of previous experience. Stage 8 and 9 failures were in a

grid filament that was either on or very near the Hi-C line. In Figure 62 the

end loops of the gages appear to be in the fillet radius where the strain could

be significantly higher than the average strain indicated by the gage.

Test Number 29-78. Near the end of the fatigue test program on beams,

the performance of the gage was shown to be superior to the standard Karma

gage used for all engine dynamic strain investigations at GE-Evendale. It

was decided to implement the Moleculoy gage, ultrasonic welding and Pt-lONi

leads into the Instrument Shop where flame-spray alumina techniques would be

used for gage application. A demonstration was conducted of the gage capa-

bility on blades using the all-FSA application technique.

F10I Stage 9 Inconel 718 blades were selected for this demonstration.

Because of the failure of the gages on the same blade design in Test Number

1-78, a review was conducted to assure the end loops of the gage would not

fall in the fillet. Considering the tolerances of fillet radius and gage lo-

cation, the dimension was 0.148 inch from the top of the platform to the gage

centerline (0.120 inch was used in TN 1-78). Five blades were instrumented on
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Stage 3 -SIN 08751

Composite-Ceramic Stage 3 Complete

Stage 8 -SIN 14540 Stage 9 -SIN 11509
All FSA Composite-Ceramic

Figure 62. Moleculoy Gage Applications to F101 Rotor Blading After
First Coat (Failure Sites Marked With "IX1).



Flame Spray Nichrome

" AG28CT

Rewr (The rmo
Rework Electric Co.)
Notch

4
Bottom of Blade Platform

Figure 63. Typical Splice of Convoluted
Leads to Primary Leads.
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TN 29-78 using this new dimension. The splice to primary lead was completed

on top of the platform to prevent interference of the under-the-platform splice

with the clamp used in the Hot Shake Facility.

The results show even higher fatigue strength than obtained from the

beam tests. The highest strain that Karma gages had survived in the Hot Shake

Facility was 2500 microinches/inch p-p but at 8500 F, not 11000 F.

The postmortem inspection showed three gages failed near the grid center

on either side of the center first coat of alumina. The failures are shown

in Figure 64 which is a photograph of Gage 1 failed in the splice on top of

e

Figure 64. Gage 1 After First Coat Spray.

Notice Failure Site of Three
Gages, TN 29-78.
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the blade platform - a splice location not used on blades for engine test.

The failure site of Gage 2 could not be identified except that it was in the

gage grid.

Summary of Fatigue Test Results

A comparison of the estimated fatigue strengths of the candidate strain

gage systems is shown in Figures 65 and 66 for A-ratios of infinity and 2,

respectively. Beam test data from Tables 10 and 11 (Pages 104 and 108) were

used in estimating the fatigue strengths for 106 cycles. Fatigue data from

blades, Table 12 (Page 111), are included on the diagram for A-ratio -

Figure 67 summarizes the failure sites of all gages tested in fatigue

after the development/improvement program. Failures in that program are not

included. Composite-ceramic failures occur more frequently in the outer fila-

ment near the interface ribbon. The failures in the all flame-spray alumina

structure are predominantly at the interface between the first spraycoat and

the top spraycoat of alumina.

Discussion of Failure Sites

Because very nearly 50% of all failures in the candidate structures occur

at specific sites as shown in Figure 67, it was thought if the reason for these

failures could be identified it might be possible to modify procedures/designs

to improve the fatigue strength of the systems. This would be especially de-

sirable for the low-temperature end of the Candidate 2 gage system because of

its superiority above about 700* F.

In both fatigue diagrams, the fatigue strength of the all-FSA strain gage

system is greater at 8500 F than at room temperature. This suggests that either

the gage applications tested at room temperature were not of the same quality

as those tested at 8508 F, or the difference is real and the failure mechanism

involves a stress riser at the failure site that becomes less severe at higher

temperatures.

It is possible that the quality of the applications was different since

all the room temperature applications were completed earlier in the fatigue
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Fatigue Diagram

Fatigue Strengthi Versus Temperature

A-Ratio=

5f

lBN

4 4 - x 1

7 2

310 A 2

-- -- 1B A2

4Se isL CisoT of
3 0--- Failure Sites A __ *2B

2 1

E st imated 10~ Cycles aeonFllr

*10 7Cycles sdon 1ueo

2 A 10 6 Cc~ __________

No. 1 and 2 Designate Ca ndidate- -

B is Data Obtained on Blades

- Candidate 1 1-2

Candidate 2A

10 1-2

02 4 6 8 10 12 14 16

Temperature, 0F x 10-2

Figure 65. Fatigue Strength at 10 6 Cycles of Candidate Strain
Gage Systems on Beams 30 Hz Test Frequency -A-Ratio=
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test program than those tested at 8500 F. However, this seemed unlikely be-

cause of the skill of the Application Technician and his familiarity with the

process. The reason for the strength difterences lies elsewhere - apparently,

in the materials of application.

F-Splice B in Grid

AG28"T

Not Incl uded Ain the Test IC-Outer TapeEde

~~FilamentEde

]E Lead Wire

Candidate Failure Site
Gage System A B C D E F Other Total

L (Composite) --- 4 10 2 1 1 3 21

2 (FSA) 13 --- 3 1 --- 4 6 27

Figure 67. Gage Failures Resulting From all Fatigue

Testing.

Tocation F failures are included to account for all gage systems tested. How-

ever, they are not considered system failures.

If the stress risers that are believed to exist near the edge of the

Zirst spraycoat are from the alumina alone, it is doubtful that severity of

the concentration would become less at 850* F; the softening temperature of

A1203 is much higher. The only reasonable explanation is that some mate-

.is! from the tape adhesive is contaminating the alumina. It must be hard at

room temperature and soften at some higher temperature.
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The tape strips used in gage applications is TFE teflon-coated glass

cloth. It contains a thermosetting silicone pressure-sensitive adhesive.

The manufacturer was reluctant to divulge the filler material used in ihe ad-

hesive, but he did say the adhesive softens at 2500 to 300* F and hardens or

sets at 500" F in 3 hours. Accelerated hardening may be achieved in shorter

times at higher temperature. "Breakdown" of the set material would occur at

higher temperature with time.

Pieces of tape were applied to test coupons. One was heated to 650* to

7000 F, the other to about 500 ° to 550 ° F for about 15 minutes. Figures 68

and 69 are photographs of adhesive residue on the metal coupons after tape

removal at magnification of 20. The material exposed to the high temperature

was clear and glassy but shattered when touched. On the other hand, the mate-

rial on the lower temperature coupon was also clear but very soft. Reexposure

of this coupon to 900 ° F for about 10 minutes resulted in the hard, glassy

film shown in Figure 70.

Figure 68. Tape Adhesive Residue After

15 Minutes at 6500 to 7000 F.

118

' . .. r ' - i 1 - I ' i' ] i -- -r ]
- . ... - - .... ' . . .. '



Figure 69. Tape Adhesive Residue After
15 Minutes at 500' to 5500 F.

Figure 70. Adhesive Residue After

Reexposure to 9000 F
for 10 Minutes.
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It is possible that the adhesive filler is silica, and it combines with the

silicone at high temperature to form a kind of soda glass. The presence of

glass in the alumina structure would explain the increased fatigue strength

at 850 ° F because glass gradually softens when heated.

A photomicrograph at the interface of' the alumina coats is shown in

Figure 71. The black areas are voids where poorly adherent pieces of alumina

were pulled from the structure by the grinding operation used to prepare the

specimen. The inner surface of these voids are coarse and irregular. If they

were left during the application, the surfaces would be smooth and glassy.

The "soft" alumina of the top coat (shown by the arrow) has been observed in

the past. These particles are probably encased by the glass from the tape

which shatters readily under pressure. The diagonal path of the soft-alumina

is from shadowing as the top coat builds up and out over the valley left by

the tape.

Locations of the base coat and first coat are approximate. They are

based on coating thicknesses specified for the application process.

The following is an attempt to explain how the tape adhesive contaminates

the structure and causes a reduction of stress concentrations with increasing

temperature:

1. Temperatures during the first spray operation are sufficient to
melt the adhesive, especially at locations where the wire is held
by the tape. As the wire gets hot and expands, it lifts the edge
of the tape and the adhesive melts, moving along the wire and into
the alumina being deposited. This lifting of the tape edge probably
expl,3ins why the top coat alumina at the edge of the first coat
appears fairly dense; the adhesive had not melted by the time it
lifted, and little or no adhesive was deposited in the corner. After
cooling, the material hardens or sets, especially in the first coat.
Away from the edge of the tape, toward the center, temperatures were
sufficient to melt the adhesives but not set it. When the tape is
removed, the set or nearly hard adhesive would remain on the wire.
Toward the cooler area, it pulls loose from the wire but some re-
mains on the base coat, soft and clear. During the second opera-
tion, the deposited material near the wall of the first coat mixes
into the sprayed structure, moves upward as the spray is applied,
and sets upon cooling.
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"Soft" Alumina

Top
Coat

First

Coat

Base
Coat

Tape Residue

I mil or Glass

Figure 71. Longitudinal Cut of the Interface Between the First and Top

Spray Coats Showing Gage Filament (250X).
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2. When such a glass-filled structure is dynamically strained at room
temperature, the glass shatters, allowing motion of the alumina par-
ticles and wire. However, where there is no glass surrounding the
alumina pieces, there would be little or no loose alumina and even
the glass encasing the wire would remain solid and a stress riser or

concentration would be created. In Figure 71, the concentration may
be at the edge of the void immediately behind the wall of the first

coat. At high temperature, the glass would become soft (not melt)
and would not shatter when exposed to dynamic forces. The glass on

the wire at the stress riser also softens. This, in combination
with the softly restrained particles, reduces the magnitude of the
concentration and the filaments would survive higher strain levels.

This is the model that explains the fatigue strength difference between

room temperature and 850 ° F. The estimated fatigue strengths of the Candidate

2 gage systems shown in the fatigue diagrams were drawn to reflect the soften-

ing of the glass-filled alumina structure.

There appears no way to improve the low-temperature fatigue strength of

this gage system short of eliminating the tape. Metal straps in place of the

tape were tried but they expand too fast to hold the gage against flutter

during the first-coat application.

The fatigue strength of the composite-ceramic gage system (Candidate 1)

decays rapidly above 7500 F. The wire becomes softer and is more easily

abraded by the hard ceramic particles. The predominant failure site in the

outer filament near the ribbon is from stress concentrations introduced during

fabrication of the gage. Figure 72 compares a well-made gage and interface

ribbon with gages that failed because of fabrication defects. These failures

could be reduced by incorporating pins in the gage winding fixture that would

control the radius size and shape. However, this would not appreciably increase

the fatigue strength of the gage system because failure is primarily from wear-

out from abrasion; but it would increase the average life of all gages.

Conclusion

Testing in this Task has shown that both candidate gage systems would be

required for maximum gage life over the temperature range from room tempera-

ture to 1500" F. Obviously, the composite-ceramic system should be used to

about 7000 to 750" F, while the all-FSA structure is clearly superior for high

temperature work. Although there were no failures of the top coat in the

composite-ceramic structure in all this testing, it is still to be determined

that it will survive stress and centrifugal loads on a test compressor.
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A. Gage 3, TN 58-77.
Radius correct. No failure
results. Stress concentra-
tion low.

35 Magnification

B. Gage 2, TN 14-78.
Interface ribbon too close
to gage filament. Stress

A concentration at edge of

ribbon is high.

C. Gage 2, TN 58-77.
Radius sharp. Stress
concentration high.

70 Magnification

r 7f2. 'vpic.A[ Radii in Outer Filament.
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2.2.2 Task 2 Gage Sensitivity

The intent of the sensitivity testing was to evaluate the gage perfor-

mance under conditions of temperature and strain that would be encountered

during engine test. The primary areas of investigation were selected based

on experience in evaluating the performance of Karma and other nickel-chromium

alloys. They are: 3.2.2.1 - Gage Factor and Postheat Treat Stabilization,

and 3.2.2.2 - Effects of Long Term Exposure.

Gage fabrication and application techniques used in these tests were

those that were developed in Task I during ealy fatigue testing. The details

of these techniques are provided in Section 4.0. Test equipment (such as test

beams, test machines, signal conditioning and indicators) and test methods as

well as data handling techniques are discussed in Section 5.0.

2.2.2.1 Gage Factor and Postheat Treat Stabilization

As with Karma, it was believed that Moleculoy gages after application

would require a heat treat to stabilize their performance characteristics,

especially the Candidate 2 applied gage because of the changes in gage resis-

tance that are caused by bombardment of alumina. In general, during the fab-

rication of the gages, the nominal gage resistance of the nonflattened gage

is about 195 ohms. After flattening, gage resistance drops below 170 ohms.

The gages receive a heat treatment at 1050 ° F for 2 hours and the gage resis-

tance increases to about 200 to 210 ohms. The bonded resistance of the gage

when applied with all-FSA usually falls again to below 200 ohms. Exposure to

temperature again causes an upward shift in resistance and a change in gage

factors. Changes in gage resistance have been observed with the Candidate 1

(composite-ceramic) applications, but these usually are small.

The level of the postapplication heat treatments selected is dictated by

the hardware limitations. Those that were selected were 8300 F for 2 hours

for use not to exceed 800* F; and a 1050* F 2 hour treatment for stage temper-

atures not exceeding 1000 ° F. For higher temperature use, the heat treatment

required if any, would be determined by tests.

124



8300 F Heat Treat

Two gages of each candidate were applied to sensitivity beams of U-700.

Fach beam was installec in the High Temperature Gage Factor Facility (Section

:).0) and heat treated for 2 hours at 830 ° F. The gages were then cycled between

romi temperature and 8000 F at 1000 microinches/inch peak-to-peak. Figure 73

shows the average gage factor at temperatures to 800 ° F. Included is the re-

sistance change in o&ms caused by the 2-hour soak and the zero offset. While

successive temperature cycles caused sensibly no shifts in resistance, there

was, a slight upward shift in gage factor indicating a soak time of 2 hours was

.iatginally acceptable.

1050* F heat Treat

The beams were then treated at 1050 F for 2 hours and again tested at

1000 microinches/inch on successive cycles to 1000 ° F. Figure 74 shows the

average results of gage factor and resistance from the gages. As can be seen,

the, effect of heat treatment at the higher temperature has caused the gage

Iirtor to rotate significantly. Variations of resistance and gage factor on

icCessive cycles were considered insignificant even after a 10 to 15 minute

dwell time at each temperature to obtain data.

120o) F Heat Treat

I'he beams we're heat treated at 12000 F and tested at 1000 microinches/

:,,,h over the t empera Lutre range from room temperatures to either 12000 or

S):Ij ° p. ilore data were collected at the 1200' F point because it covers the

;,s,,,,, of current cowIprtcssors. Table 13 shows the mean and standard deviations

)t the candidates and the number of data points included. Test data from

tatiigue tests have been included.

The average gage factors are plotted in Figure 75. The gage factors of

tht, composite-ceramic gage starts out slightly lower than tLe FSA gage and

ivrye, rapidly above 1000 F, well above the recommended maximum use tem-

p.rati:rt' discussed in Section 3.2.1 Task 1. It was also observed during test-

le that a downward shitt in gage factor and gage resistance occurred after

~I ' ,5 vx exposures to 1500 ° F. This contributes to the large standard
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Table 13. Average Gage Factor and Standard Deviations From 10
Gages Tested.

Test Temp., Candidate 1 Candidate 2
F Mean SD No. Points Mean SD No. Points

80 2.65 0.10 45 2.69 0.04 30

400 2.36 0.08 10 2.41 0.08 10
600 2.22 0.10 20 2.25 0.08 12
800 2.06 0.08 10 2.11 0.08 10
1000 1.96 0.07 46 2.01 0.05 22
1200 1.90 0.10 66 2.00 0.04 61
1500 1.75 0.03 36 1.96 0.08 8

deviations in the table, but the major part is from starting gage factor dif-

ferences which were believed to be associated with differences in resistance

of the hand-wound gages. If initial gage factor data could somehow be nor-

malized using gage resistance, the large deviations might be reduced.

To investigate this possibility, the data from three successive cycles

of two all-FSA gages that were tested from 80" to 1500* F were selected.

The gages had been beat treated 2 hours at 10500 F. The initial gage factors

were 2.71 and 2.61 with resistance values of 198.4 and 203.0 ohms, respec-

tively. A gage normalizing function was determined. It was found that multi-

plying average gage factor of these two gages by the function (Average Resis-

tance/Gage Resistance) 2 would very nearly determine the test gage factor of

the different gages at temperature.

GF = 2.71 + 2.61 = 2.66AVG 2

and RAVG = 200.7 ohms

For the two gages, the calculated normalizing functions were 1.0233 (198.4-ohm

gage) and 0.9775 (203-ohm gage). Multiplying the average gage factor of 2.66

produces individual gage factors of 2.72 and 2.60, respectively. Moreover,

the downward shift after each cycle can also be corrected using the ratios of

resistances at the start of each cycle. The ratio is the resistance at the

start of a cycle divided by the resistance at the start of the first cycle.
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Table 14 (Page 133) shows the original data and the values determined by

normalizing and adjusting gage factor based on resistance ratios. The normal-

izing function used to correct the Cycle 1 average gage factor to individual
gages provides excellent agreement with tested values. The correlation of

actual values of gage factor with those determined by resistance ratios is

not quite as good, but the average error of both gages of Cycles 2 and 3 is

only 1.06% with a standard deviation of 0.78%.

The data from a second pair of FSA applied gages that were tested from

room temperature to 1200* F on the same beam were analyzed for normalizitg

using the same function. The gage factors were 2.71 and 2.76 with gage re-

sistances of 209 and 207.9 ohms, respectively. Using the normalizing func-

tions operating on average gage factor (2.735) produced individual gage fac-

tors of 2.72 and 2.75. However, combining the two sets of data just analyzed,

normalizing could not be achieved with the four gages. This suggests that

normalizing can be accomplished only on gages exposed to the same tempera-

tures and, perhaps, in the same way. Although it was not determined, it is

believed, based on the stability of gage factor from room temperature to

1000* F, that normalizing the gage factors after a postapplication heat treat

of 1050* F using final resistance measurements, that gage factors would repeat

regardless of the temperature range of exposure up to a maximum temperature of

1000 ° F.

In Figure 75, the effect of varying cooling rates on room temperature

gage factor for the all-FSA gage is shown. These cooling rates, which certainly

do not approach those that could exist in an engine, were achieved by forced-

convection cooling using air. The change in room temperature gage factor for

the 100" F/minute rate for the gage tested was 2.72-2.66/2.66 or 2.3%; however,

gage resistance changed by 195.4-204/204 or -4%. At the 300" F rate, the

changes are 3.4% and -5.5%.

2.2.2.2 Effects of Long Term Exposure

The effect of long term exposure on gage factor was obtained from gages

that were being tested for fatigue strength. Plots of the gage factors are

shown in Figure 76 for 16 test hours at 1200" F and for 9 hours at 15000 F.

130



Tbl 14. Gzage Normali7ing and Cycle Correction Based on 
Starting Resistances.

Gage 1 Gage 2

Temp., R GF GF R GF GF GF Norm.

F Ii Act Norm Q Act Norm Avg. X Funct.

80 198.4 2.71 2.72 203.0 2.61 2.60 2.66 Gage I

200 199.4 2.60 2.59 204.0 2.47 2.47 2.53 1.0233

400 200.0 2.45 2.45 204.6 2.32 2.34 2.39

bOO 200.2 2.29 2.28 204.8 2.17 2.18 2.23 Gage 2

Cyc 1 1 800 200.2 2.16 2.15 204.8 2.03 2.05 2.10 0.9775

1000 200.2 2.08 2.07 204.6 1.95 1.97 2.02

1200 197.9 2.09 2.08 202.0 1.97 1.98 2.03

1400 194.2 2.09 2.10 197.8 2.01 2.00 2.05

1i 00 191.3 2.05 2.06 194.8 1.96 1.96 2.01

195.9 X 200.3 x
Ratio - 198.4 203

80 195.9 2.66 2.69 200.3 2.56 2.57

200 196.6 2.58 2.56 201.1 2.45 2.44

400 197.4 2.43 2.42 201.8 2.29 2.31

600 197.7 2.28 2.25 202.2 2.14 2.15

-vc 1 2 800 197.7 2.15 2.12 202.2 2.02 2.02

1000 198.4 2.08 2.04 202.9 1.93 1.94

1200 196.9 2.08 2.05 201.2 1.94 1.95

1400 192.9 2.09 2.07 198.8 1.96 1.97

1500 190.0 2.05 2.03 193.8 1.94 1.93

Ratio X Cycle 1 200.0 X Cycle IRaio 1 98.4 203.0

80 195.5 2.63 2.68 200.0 2.53 2.56

200 196.3 2.56 2.55 200.8 2.42 2.43

400 197.0 2.42 2.41 201.5 2.27 2.31

boo 197.3 2.26 2.25 201.7 2.10 2.15

I so00 197.4 2.14 2.12 201.9 1.99 2.02

1000 198.3 2.04 2.04 202.9 1.90 1.94

1200 196.8 2.03 2.05 201.1 1.90 1.95

1400 192.8 2.04 2.07 196.6 1.91 1.97

1500 190.1 2.03 2.03 193.7 1.89 1.93

Cycles 2 and 3 Avg. Error - 0.0106 or 1.06%

Summary: SD = 0.0078 or 0.78%
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2.1 1
12000 F Stability

X Candidate 1
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X-V

1.9

0

2.11 I
15000 F Stability

__ __IX Candidate 1
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Figure 76. Long Term Stability at 12000 F and 15000 F for
Candidates 1 and 2.
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The change in gage factor of both candidates at the 120J F level after

13 hours, when the beam was returned to room temperature to postmortem a failed

gage, is believed to be from reinstallation into the Fatigue Test Machine. The

gradual increase in the gage factor of the composite-,eramic structure is no

doubt real. It cannot be explained at this time. At the 1500 ° F test level,

the rate of change of gage factor is about 0.5% per hour of exposure for Candi-

date 2. This could be oxidation. The gage factor of the composite gage re-

mained essentially constant. This ties in with oxidation studies in Phase I

that benex 2 cement provides better protection of the Moleculoy wire at both

the 12000 and 15000 F temperature level (Tables 3 and 4).

2.2.2.3 Conclusions and Recommendations

To achieve maximum accuracy, all gages should be normalized regardless

ot the heat treat cycle used. Although untried for gages heat treated at 830*

,mi 1050 ° F (for use to 10000 F), it is believed the estimated normalizing

funct ion will apply. If it is not possible to measure gage resistance after

:,.at treating, the spread in starting gage factor for the composite gage could

(i as great 12% while for the FSA gage it would be 5%. Some of this difference

in the composite gage may be caused by variations in gage bonding using ceramic

mLnt . A proposed technique of measuring gage resistance after heat treat is

t,, complete both applications on the blade without removing the tape strip over

.ho, iinterface ribbon. Remove the tape and heat treat at the prescribed tem-

itLure (830, 1050* or 12000 F). After the part cools, measure gage resis-

, at the ribbon. Then, mask the part and flame-spray alumina over the

* r, ribbons. This can be done for both structures. The lead splice and

Ii.ad,, can then be applied to the gage.

Recomnended heat treat time is 4 to 6 hours for 830 ° F. This is based

on slight upward shifts in gage factor after a 2-hour soak. The heat treat

time for both a 10500 and 1200* F soak is 2 hours; although, at the 1200* F

level, less than I hour should stabilize the gage.

Gages tested to 1500' F should be corrected for gage resistance shifts.

Tho. long term drift in gage factor determined for one all-FSA gage was 0.5%

per hour but more testing would be required to establish statistical data that

',Okid be used with some confidence.
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From an accuracy viewpoint, in the absence of normalizing the gage fac-

tor, it is concluded the all-FSA is the better gage over the complete range

to 1300* or 14000 F where gage oxidation would become a factor; most compres-

sors do not exceed 1230* F.

2.2.3 Task 3 - Effect of Applications on Small Blades

The application of high temperature strain gages using flame-spray

alumina or composite-ceramic techniques to a compressor airfoil influences

its elastic response to aeromechanical forces. The effect of such instru-

mentation upon the measurement obtained may be significant.

The effect arises from two separate mechanisms. First, on an instru-

mented airfoil, the foil and strain gage application participate as a total

load bearing structure. The application introduces an effective change in sec-

tion modulus, a change in overall internal damping, or of other combinations.

Second, the application of the gage changes the effective shape of the airfoil

and increases the surface roughness, such that turning effects of the flowing

air and boundry layers on the airfoil are somewhat modified. Thus, the aero-

dynamic inputs to the instrumented airfoil must be expected to display certain

differences from those experienced by an uninstrumented airfoil.

The effect of the first mechanism, that is, the change in mechanical

properties of an airfoil promoted by gage applications, can be tested in the

laboratory. The effect of airflow differences on the response of the instru-

mented airfoil cannot be determined in the laboratory because it is difficult,

if not impossible, to meaningfully duplicate the flow conditions existing in

an operating engine.

The purpose of this task, therefore, was to determine the differences be-

tween the mechanical response of small airfoils when equipped with the two

different candidate gage structures. Only the fundamental mode of vibration

was considered.

2.2.3.1 Testing and Test Results

There were two different tests conducted to compare the differences of

the candidate gage structures on fundamental frequency, strain distribution,
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and damping. The first was to compare damping effects; the second, to deter-

.jiine strain distribution changes. Frequency changes between uninstrumented

and instrumented blades were obtained in both tests.

Damping Studies

In these studies to determine damping differences between an uninstru-

in'nted and instrumented blade, it is important that no extraneous variation

in damping be introduced between the two tests. Such variations can be caused

be the tixturing used to support the blade, the clamping force that holds the

blade in the fixture, and even the equipment used to excite the fundamental

treqUeny of the blade.

The technique that was recommended for these tests was to braze the blade

to a steel block having at least 600 times the mass of the blade. The dove-

iail of the blades was reworked so that the braze line would be at the center

of the pressure face of the dovetail as shown in Figure 77.

The blade configurations selected for the damping tests were:

* FIO Stage 6 Titanium

* F1i Stage 9 Inco 718

* J85 Stage 6 Titanium

* J85 Stage 9 Inconel

* J85 Stage 9 Titanium.

Two each of these blade designs were reworked and brazed to the steel

o -q. 'The blocks were sized to have 600 times the weight of the heaviest

!-worked blade. FIOl Stage 9 weighed 5.87 grams and all blocks weighed about

: 20 grams or about 7.75 pounds.

Each of the blades was subjected to damping tests before instrumenting.

.igure 78 shows the electromagnet drive system and recording schematic. A

small magnetic shim was cemented to the tip of each titanium blade in order

to couple the blade and magnet. The position of the magnet, the distance from

the shim, the location of the crystal pickup, and the ammeter output to obtain
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Airfoil

Pressure

Brazeac
Line

Remove Lower

Steel Block Part of Dovetail

Figure 77. Typical Dovetail Rework Prior to Brazing.
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Electromagnet

Ammeter

Block

Power

Amp

Filter

Pre-

amp

Moseley Spectral
7005B Dynamics

__________ X-Y Sweep

Y-Axis Input Recorer Filter

-Axis Input

Figure 78. System for Obtaining Resonance Diagram of Blades
Electromagnetic Drive.
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good response were recorded for each blade. These measurements were dupli-

cated for tests of the instrumented blade. The bandwidth of the spectral

dynamics filter was adjusted to 2 Hz. The sweep rate is variable and was

adjusted to 0.2 Hz per second near resonance. A typical resonance diagram is

shown in Figure 79.

The percent damping was obtained from this resonance diagram by the fol-

lowing method (Reference 30).

fa

A

P Frequency

Resonance Response

The Equation Used Is
TTs/fn

% Damping = 4 1 - (10/f)
2 1 10

Where &f = Frequency Range at the 2/2 Power Point

f = Blade Frequency

After baseline data were accumulated for each blade, the airfoils were

equipped with the candidate applications. The gages were not included. All

other preparation steps and materials of applications were used. Odd numbered

blocks of each pair of blades were equipped with the all-FSA structure. Even

numbered blocks received composite-ceramic applications. Figures 80 and 81

are photographs of the instrumented blades mounted on steel blocks. The

areas of application on each type of airfoil are very nearly equal for the

two candidates.
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Typical resonance diagrams of the uninstrumented and instrumented blades

are shown in Figures 82 and 83. Notice in Figure 83 the nonlinear response

of the all-FSA structure which was characteristic of most blades that were

equipped with this structure.

Table 15 (Page 147) is a summary of the damping and frequency differ'r.ce

between the uninstrumented and instrumented blades.

Strain Distribution Studies

Three different blade designs were selected for these studies: F101

Stage 6 (Ti 6-2-4-2) and Stage 9 (Inco 718) rotor blades; and an A 286 blade

from Stage 8 of the CF6-50 compressor. Two blades of each design were used:

one for Candidate I applications, the other for Candidate 2. The test ap-

proach was similar to that used in the damping studies. First, the blades

would be equipped with up to four foil gages and tested in the fundamental

vibratory mode to obtain the relative response of the gages. After establish-

ing the benchmark, the blades would be instrumented at one of the foil gage

locations with a candidate strain gage and retested for relative response.

The "before" and "after" responses would then be compared to determine the

effect of the candidate gage on strain distribution.

The strain gage maps and the table of percent relative strain from the

original strain distribution tests were obtained for each blade design. A

typical map is shown in Figure 84. From the map and table, the engine gage

location and orientation were selected on the convex side of the airfoil. Two

reference gage locations on the concave side were selected. The criteria used

to select the gage locations were (1) the gage must have a response of at

least 30% of the engine gage response, and (2) the difference in relative

strain of two successive gages on the map must be less than 10%. For example,

on the map of the Stage 6 blade, Figure 84, the relative strain of Gage 7 is

42% of the engine gage location and it is 45% at Gage 8 in the first flexural

mode of vibration. Thus, Gage 8 location would provide adequate response and

also reduce the need for extremely precise positioning. A third reference

gage was added which generally is not a location used in strain distribution

mapping. Its location and orientation were on the concave side of the foil

exactly opposite the engine gage location. It was assigned gage location 100.
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1010.4 Hz 1032.7 Hz

Hz

Before After

Figure 82. Resonance Diagrams - J85 Stage 6 Titanium Blade, Block 6,

Before and After Instrumenting Candidate 1 - Composite-Ceramic.
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Figure 83. Resonance Diagrams -FlOl Stage 6 Titanium Blade, Block 3,
Before and After Instrumenting Candidate 2 - All-FSA.
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All blades were instrumented at the selected gage locations with foil

gages applied with Eastman 910 contract cement. The centerlines of these

gages were scribed on the surface of the blades with a brass awl. This would

assure proper positioning when the blade was equipped with candidate gages.

Gage 100 and the engine gage were 1/8-inch grids. The grid length of the

other reference gages were 1/16 inch. Leads were 36-gage standard copper in-

sulated with teflon.

The six blades were calibrated with the standard fixturing and clamping

torques used in the original strain distribution studies. A magnetic dri'c

similar to Figure 84 was used to vibrate the blade at its resonant frequency.

The first flexural frequency and indicated strain from each gage were mea-

sured. Strains were converted to percent of strain of the gage at the engine

locat ion.

After this baseline calibration, the foil gages were stripped from the

blade and a Candidate 1 or 2 gage system was applied at the engine gage loca-

tion on the convex side of the airfoil. It was the intent that the gage con-

figurations on each of the two blades of a design would cover the same area.

There were minor differences which are shown with the test data in later fig-

ures along with gage application thicknesses. Three new foil gages were re-

applied to the concave side at the scribed centerlines. The blade was re-

tested as before.

The "before" and "after" test data are summarized in Figures 85, 86, and

87. The relative size of the gage application to the size of the blade is

shown in the figures.

2.2.3.2 Discussion of Results

The internal or material damping of a blade design is thought to range

from about 0.015% to 0.040%. As can be seen from the summary of the damping

tests in Table 15 (Page 147), the bare blade damping of the mounted blades on

the blocks is much greater with a generally increasing trend as blade size de-

creases. Except for one case, there is significant spread between the damping

of two blades of the same configuration. Both effects, the high damping and the
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Opposite Hi-C

Ref. Gage 8 L

Arrows Indicate RfGg1
Gage Orientation

- -- -- NN

Ref. Gage 100 2 X Size

Engine Gage
Location 43
is on Convex Side Root Fillet

Parallel to Hi-C

Tangent Line

Concave Side

BEFORE and AFTER in the following data summary refers to the application

of the candidate gage.

Blade S/N 98 Blade S/N 614

Candidate 1 Candidate 2

Gage Relative Strain, % Relative Strain, %

Number Before After Before After %6

8 52 50 -4 59 66 +12

17 62 60 -3 62 69 +11

43* -100 -100 0 -100 -100 0

100 90 82 -9 76 77 +1

Freq. Hz 2685 2855 6.3 2706 2854 5.4

App. Thickness, Mils 14 15

Blade Area 23 21 _

* Gage 43 is the Engine Gage Location. The Minus (-) Sign indicates the

Gage Strain is Out of Phase.

Figure 85. Test Data - Effect of Candidate Gages on Strain

Distribution, FI01 Stage 6 Titanium Blades.
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Opposite Hi-C

Ref. Gage 6-

Arrows Indicate

Gage Orientation - Ref. Gage 13

Ref. Gage 100 2 X i
Engine Gage 2 X Size

Location 40
on Convex Side Root Fillet
Parallel to Hi-C Tangent Line

Concave Side

BEFORE and AFTER in the following data summary refers to the application

of the candidate gage.

Blade S/N 60 Blade S/N 64

Candidate I Candidate 2

Gage Relative Strain. % Relative Strain.
Number Before After 7. Before After %L

6 41 33 -17 35 41 +17

13 46 43 -7 43 43 0

40* -100 -100 0 -100 -100 0

100 83 78 -6 78 76 -3

Freq. Hz 3256 3466 6.4 3201 3385 5.7

App. Thickness, Mils 12 17

% Blade Area 30 32

* Gage 40 is Engine Gage Location. The Minus (-) Sign Indicates Gage

Strain is Out of Phase.

Figure 86. Test Data - Effect of Candidate Gages on Strain

Distribution, F101 Stage 9 Inconel 718 Blades.
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Opposite Hi-C

LE Ref. Gage 25

[-- Full Size

-I'- ,Ref. Gage 100
Ref. Gage 5 25**-0 and Engine Gage

Location 52 - Hi-C

Line Gage Angle as
Shown

Root Fillet

Tangent Line
Concave Side

BEFORE and AFTER in the following data summary refers to the application

of the candidate gage.

Blade S/N 361 Blade S/N 362

Candidate 1 Candidate 2

Gage Relative Strain, % Relative Strain, %
Number Before After %6 Before After %6

5 112 106 -5 112 104 -7

25 65 64 -2 73 69 -5

52* -100 -100 0 -100 -100 0

100 58 62 +7 65 58 -11

Freq. Hz 662 673 1.7 650 664 1.2

App. Thickness, Mils 13 16

of Blade Area 13 __9

* Gage 52 is the Engine Gage Location. The Minus (-) Sign Indicates the

Gage Strain is Out of Phase.

Figure 87. Test Data - Effect of Candidate Gages on Strain
Distribution, CF6-50L Stage 8 A 286 Blades.
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spread, can only be from the amount of braze material used to fasten the

blades to the block. Because of these, the data cannot be used to determine

the absolute damping changes or frequency changes introduced by the applica-

tion of the candidate gage systems. It should be possible, however, to estab-

lish trends and even compare the relative damping of the applications.

The relative damping (R) is defined as the ratio of the change in damping

of the blade containing the all-FSA (Candidate 2) structures to the change

caused by the composite-ceramic structure (Candidate 1), or

R = AD2  (%DA2 - %DB2)
AD1  (%DAl - %DB2)

where Damping Before (DB) and Damping After (DA) are obtained from Table 15.

Since it is believed that the effect of the applications on the characteris-

tics of a blade is related to the area of the application compared with the

area of the airfoil, there should be fair correlation of R with % area which

is 100 x Application Area
Airfoil Area.

In Figure 88, the ratio R is plotted against the average area of the

applications in percent of airfoil area. (The areas were obtained from mea-

surements from the photographs in Figures 80 and 81.)

aae

W J85-21 Stage 9

J85-15 Stage 8

0 10 20 30 40

Application Area, percent Airfoil Area

Figure 88. Relative Damping of Candidate Applications with
Airfoil Size.
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F
The close agreement between relative damping and percent of airfoil area taken

up by the application indicates that the modulus of elasticity of the blade

material has little to do with the amount of damping introduced by the gages.

As far as the effects of the applications on blade frequency from the

damping tests, the only thing that can be said is that the composite struc-

ture introduces more stiffness which causes a greater frequency change than

the all-FSA application.

The most unexpected result from testing to determine the effects of in-

strumentation applications on small blade airfoils was the shape of the reso-

nance diagram of blades instrumented with Candidate 2 applications as shown in

Figure 82. J.P. Den Hartog in Reference 31 describes the characteristic as

nonlinear damping for a spring in which the stiffness decreases with ampli-

tude. This is depicted in the following sketches:

Decreasing Frequency

, Frequqncy

Displacement X0

U* Ij

0

f -

Spring with Gradually Resonance Dtagram for Spring in
Decreasing Stiffness Which Stiffness f¢ecrcJss with

Amplitude

Figure 89 shows the resonance diagrams of the F101 Stage 9 blade equipped

with the all-FSA application on increasing and decreasing frequency sweeps.

No difference in percent of response is observed because of the method of ad-

justing the response span (Y-axis) for each sweep. There is a change of reso-

nant frequency, however, and also a broadening of the response curve at fre-

quencies greater than indicated resonance. A detailed description of this

nonlinear response may be had in Reference 31.

It is not known why the all-FSA structure imposes this nonlinear, soft-

spring damping upon the combined vibrating system, nor is it known why the

J85-21 Stage 9 application (Table 15) exhibited linear response. It could

be that the high initial damping of the bare blade, silver soldered to Block

7, either masks or overcomes the nonlinear damping characteristics.
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3389 Hz 3384 Hz

4 Hz

4 Hz

Frequency

Sweep

Frequency
Sweep

0% 0%

Figure 89. Resonance Diagrams on Increasing and Decreasing

Frequency Sweeps, FI1 Stage 9 Inconel 718 Blade,

Block 1 With Candidate 2, All-FSA.
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The test data shown in Figures 85, 86, and 87 can be treated in a number

of different ways. In Table 16, it has been normalized using the calibration

gage that exhibits the least change between "before" and "after" tests rather

than normalizing the engine gage location as shown.

Table 16. Relative Strain Normalized with the

Indicated Calibration Gage.

Relative Strain. %
Blade Gage Candidate I Candidate 2
Type No. Before After %a Before After %4

FIOI 8 100 100 0 100 100 0
17 119 120 --- 105 105 0

Stage 6 43* -192 -200 +4 -169 -152 -9
100 173 164 -5 129 117 -9

F1I 6 89 77 -13 81 95 +17
13 100 100 0 100 100 0

Stage 9 40* -217 -232 +7 -233 -233 0
100 180 181 --- 181 177 -2

CF6 5 172 165 -4 153 151 -1
25 100 100 0 100 100 0

Stage 8 52* -154 -156 +1 -137 -145 +6
100 89 97 +9 89 84 -6

Engine Gage Location

Considering that the gage factor of candidate gages has an uncertainty of 5%,

and allowing for some gage mislocation as well as uncertainty in reference

gage factors and inaccuracies of equipment, the data are too close to conclude

that one candidate gage application would be preferred over the other insofar

as causing less disturbance to strain distribution. Considerably more data

would be required to quantitatively establish differences between the two ap-

plication techniques.

From a trend standpoint using both the test data figures and Table 16,

it appears that the composite structure-blade combination tends to reduce the

amplitude of the dynamic deflection or move the nodal line toward the blade

tip. On the other hand, at least insofar as the Stage 6 and 9 FlO1 blades,
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the strain distribution would indicate the participating blade-FSA applica-

tion seems to increase the deflection amplitude from the fillet to the blade

tip. Since the relative size of the applications are practically the same

and the method of routing the leads off the airfoil are very similar for a

particular foil, it is difficult to envision why this would be so unless it

is tied into the soft-spring, nonlinear damping discussed before. As one

would expect, the change in strain distribution appears dependent upon the

gage application area relative to the airfoil size.

2.2.3.3 Conclusions

The data from these tests, although inconclusive determining absolute

effects, can be used to qualitatively relate the effects of the two different

candidates on the mechanical response of small blades. The Candidate 1 gage

introduces more stiffness and causes a greater increase in frequency between

the instrumented and uninstrumented blade than Candidate 2. The significant

nonlinear damping introduced by the Candidate 2 structure over that of Candi-

date I would make it less desirable on small blades where the application

area would not be small relative to the blade area. In the absence of abso-

lute damping data, it is not possible to establish what is "small."

One would expect from the above, that on an operating compressor, blades

containing the different applications would be excited at different frequen-

cies and that the higher damped, all-FSA gage would respond over a broader

frequency band.

2.2.4 Task 4 - Effect of High Rotational Speed on Application Integrity

The purpose of this task was to evaluate the mechanical reliability of

tht gage systems under actual compressor rotor conditions prior to the demon-

stration of system reliability to be conducted in Phase III.

Inasmuch as the Candidate 2 gage application system is very similar to

standard applications (its mechanical performance is well-known) used in the

Aircraft Engine Business Group of the General Eletric Company, it was not ex-

pected that this testing would affect the mechanical integrity of the struc-

ture. However, the composite-ceramic gage application could suffer top coat

loss if the bond between the flame-sprayed alumina and the Denex 2 fine-ground

cement was not sufficient to overcome the centrifugal loads at high rotational
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speeds. Such failures had occurred to composite-ceramic (H cement was used)

applications on an F101 engine in 1974. The cause of those failures has since

been determined to be the Barrier H waterproofing applied to the completed

gage applications. To prevent a recurrence of top coat loss, the waterproof-

ing of the composite-ceramic gages was changed to a light spray of fast-drying

Krylon (a crystal clear acrylic) for this mechanical integrity test.

In the rotational testing of the application integrity of the gage sys-

tems, it is not necessary that gage signals be recorded. Visual inspection

of applications for loss of alumina and measurements of gage circuit continu-

ity after test is all that is required to determine the need for design and/

or process change considerations.

2.2.4.1 Application Integrity Testing - FIOl Engine Applications

F10 Engine 470-021/4 was approved for a piggyback demonstration. Four

compressor rotor blades from Stages 3 and 9 were instrumented with gages

applied using composite-ceramic techniques. Krylon was used to waterproof

the gages. Four blades from Stage 8 received the all-FSA gage application

waterproofed with Barrier H. Gage location (SD3 gage only), routing, and

splice instructions are shown in Figures 90 and 91.

One blade from each stage was tested in the Hot-Shake Vibration Facility

as discussed in Task 1, Fatigue Strength Testing, of this phase. The remain-

ing nine blades were installed in the compressor rotor. One gage of Stage 8

and Stage 9 was routed through the rotor and connected to telemetry dynamic

strain modules (Acurex Corp., Model 215-H). These gage-signals were recorded

during test.

Figure 92 shows lead routing through the comp'ressor spool of the

engine.

Test Conditions and Results

The purpose of the test of FI1 engine 470-021/4 was to determine the

aeromechanical characteristics of the high and low pressure compressor blading
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D0.100 0.26 _ -

-0.600
Leading Edge

0.66
0.62

0.170

Secure Lead in Slot with Extend Leads 10-12 ft

RTV 106 - RTV to be Flush Coil Until Assembly

with Surface
Applies all Cages

Splice Area PSN

0.03
0.00

2 Places
Both Sides FSA

0.003 Thick Nichrome
Strap

Figure 90. F1OI Stage 3 Blade Instrumentation Location and

Routing Instructions (Part of GE Drawing 4013246-884).
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G

(J3)

0. 300 Max

Convex Side Trailing Edge

of Blade
Typical Stage 4-9 -C (J4)

S3Convoluted Leads

Y - Keep Lead Routing Through Fillet

A(M6) A Aft of Dim E (116)

Stage 8: 130
Stage 9: 0.120

View J

Rework per Dwg. 4013171-219

FSA Splice Base
Continuous Over Platform

FSN per 0.030 Edge and Upper Surface
Note 4 \0.0 2 1- .030

0.020 0.003 Cuffed Nichrome Strap

0.130 on Underside of platform or
0.120 iin Radius Between Platform

and Dovetail

0.003 Cuffed Nichrome Strap
on Face of Dovetail

Nichrome Strap

After Calibration• -0030 Typ

Dovetail Centerline--"0.02

0.065 -d :"0.027

0.05 5 View A-A

Figure 91. F1O1 Stage 8 and 9 Blade Instrumentation Location
and Routing (Part of GE Drawing 4013246-677).
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(CED configuration) over a wide range of engine operations. The test was con-

ducted in the J-2 propulsion engine test cell of the AEDC engine test facility

at Tullahoma, Tennessee. The total running time was 54:42 hours. The condi-

tions of maximum compressor blade response and approximate temperatures en-

countered during the testing of stages containing the candidate strain gages

are shown in Table 17. The maximum centrifugal loads exceeded 54,000 gravi-

tational units.

Table 17. Maximum Conditions of Blade Response and Temperature

During Testing of F101 Engine 470-021/4.

Strain

Blade Cand. Limit, Temp. microinches/inch
Stage Mtl. Gage %*° F DA

3 Ti8-1-1 1 21 590 900

8 Inco 718 2 18 1070 410

9 Inco 718 1 21 1170 500

*The limiting strengths (100% limits) are based on the minus 30 mate-

rial properties tabulated in General Electric's Materials Redbook.

The Stage 8 blade all-FSA gage returned data throughout the total test

time. The composite-ceramic gage circuit on Stage 9 indicated failure at

41,:25 hours. Two GE standard applications (FSA application with Karma gage

and capacitive discharge interface weld) were both failed by 30:45 hours;

one showed signs of erratic operation prior to 6:00 hours.

Visual examination of the blades in the rotor, after disassembly into

components, showed no loss of flame-sprayed alumina from any of the structures.

After the rotor was disassembled, only the Stage 3 blades were delivered for

posttest inspection.

Gage resistance measurements of he blades were made from the Pt-1ONI

leads at the edge of the blade -latform.
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The measurements were:

Blade SIN Resistance Q*

08726 204

08735 204

09042 206

*Bonded gage reading normally range between 190 and 200 ohms. This

does not include the PT-IONi leads.

Figure 93 is photographs of the gages at a magnification of 5. The view

is looking down the blade airfoil to show as much as possible of the applica-

tion on the platform. The dark material shown on the alumina is reddish-brown

and is assumed to be iron oxide from the J2 test cell.

2.2.4.2 Application Integrity Test - J85 Engine Applications

J85-21, engine 221-010/11A, was approved for a second piggyback demonstra-

tion of application integrity. Eight Stage 8 compressor rotor blades were in-

strumented - four with composite-ceramic, and four with all-FSA gage systems.

These gages were not routed through the rotor. Three Stage 9 blades were to

be included; two of these would be connected to the slip ring for data. One

of each candidate gage application was applied for readout; the third blade

received a composite-ceramic application.

Figure 94 shows the routing instructions provided with the Stage 9

blades - about a 50% "guaranteed-failure" technique. An attempt to have the

technique revised to give the gage system a better chance of survival was un-

successful. The applications were completed as requested. The composite-

ceramic gage assigned to the slip ring did not survive the assembly cycle.

Test Conditions and Results

J85, engine 221-010/IIA, was tested in Cell Al at the GE facility in

Evendale, Ohio. The purpose of the test was to investigate stresses of the

third and fifth stage rotor blades at altitude conditions as well as sea-level
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S/N 08726

S/N 08735

S/N 09042

Figure 93. Stage 3 Blade Composite-Ceramic
Applications - After Test on

FiOl Engine 470-021/4.
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pow--00-1

Stage 9 Rotor Instructionls

Ni-chrome, covered 0.020 Dia. Swaged tMg0

Lead Routed Across platform as Shown

Leadng dge Nickel-_Nickel Leads I ft Long

Gaged- 
Ea"Gae

* railing Edge 22

Rework Nocch

Adj acent
Blade

Gage NI-chrome Covered Lead
Blade 0.020 Dia. Swaged MSO Lead

Across Platform as Shown.
Trailing Edge Ni-Ni Wire

Rework Notch

Figure 94. Gage Routing Instructions.
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static inlet. The test time in Cell Al was 37:06 hours during which data were

recorded from all operable gages. It was then tested at GE-Lynn facility for

1:25 hours but not gage data were recorded.

The conditions of maximum stress, temperature and g-loads encountered

during the test were:

Stage 8: 15,000 psi; 7700 F, 54,000 g

Stage 9: 22,000 p .; 8800 F, 54,000 g

The only Stage 9 all-FSA gage (C.ndidate 2) that survived the assembly

cycle also survived the 38:31 hours of engine test. Four conventional or

standard applications applied to the ninth stage had failed prior to the 24th

test hour.

Figure 95 shows the conditions of the gage applications after the sta-

tor case was removed. Gage 114, the surviving gage, had a piece of nichrome

missing from the top of the platform.

Figure 96 shows Stage 9 blades after removal from the rotor. The lead

of Gage 114 was pulled off during removal of the blades from the rotor. There

is no unexplained loss of alumina from the structures.

Figure 97 and 98 are photographs of Stage 8 rotor blades containing

Candidate 1 gages (map locations 6, 15, 45 and 97) and Candidate 2 gages (map

locations 38, 64, 73 and 87). Neither gage system shows any evidence of struc-

ture loss, although there does appear to be some slight erosion on the leading

edge of the alumina top coat on all applications.

A typical splice of the intermediate leads (Pt-10Ni) to the chromel-

alumel primary lead is shown in Figure 99. Some of the applications suf-

fered the loss of the nichrome strap that holds the lead to the bottom of the

blade dovetail. The composite-ceramic gage on the blade at map location 97

did not contain the strap. Continuity measurements from the ends of the leads

indicated the gage was open. The alumel lead was broken at the splice. Con-

tinuity was registered across the two wires at the splice.

The results of postmortem inspection of all blades are tabulated in

Table 18 (Page 172).
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Assembly Surlvi ved TFest~

Candidate 2
Lead Th rown
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Test

Figure 95. Stage 9 Candidate Gages After Test and Before
Removal of Nichrome.
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Nichrome Strap
Missing on 4
Blades

Figure 99. Typical Splice on Dovetail Post
of Stage 8 Rotor Blades.
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Table 18. Postmortem Results of Stage 8 and 9 Rotor Blades After 38:31
Hours on J85-21 Engine 221-010/IIA.

Map Res.

Stage Location Candidate n* Posttest Inspection Comments

8 6 1 210 No Faults

15 1 217 No Faults

38 2 210 Missing Strap

45 1 215 No Faults

64 2 201 No Faults

73 2 205 Missing Strap

87 2 Open Missing Strap Dovetail Open in Grid

97 1 Open Missing Strap Alumel Open at Splice R

at Splice 213 $1.

9 53 1 Open 0.020 Dia. Swaged Lead Gone. Pulled
Part of Gage Leadout. Alumina Missing.

114 2 201 Res. Meas. From Leadwires at Root
Fillet Survived Test.

117 1 203 Visually Intact. Res. Meas. From Lead-
wires at Root Fillet.

*Bonded gage resistances normally range between 190 and 200 ohms. This does

not include the Pt-lONi leads which are included in the above measurements.

2.2.4.3 Conclusions From Integrity Tests

From the F1OI and J85 test results, there appears no real difference in

the mechanical reliability of the two candidate strain gage systems. Neither

system suffered from structure loss on the airfoil. The loss of the nichrome

straps from the J85 Stage 8 dovetail was caused by improper welding techniques.

Stage 9 failures could have been prevented by routing gage leads to the side

of the dovetail where the splice to primary leads would be in shear.

The fact that the candidate gages that were connected to slip ring or

telemetry channels survived test conditions longer than standard gages indi-

cates they are more reliable.
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2.3 PHASE III - DEMONSTRATING THE RELIABILITY OF THE TWO CANDIDATE SYSTEMS

It is necessary to test the candidate strain gage systems in the environ-

ment of an operating compressor in order to determine their relative reliabil-

ity. However, it is prohibitive, from a cost standpoint, to conduct a special

test to demonstrate strain gage integrity by itself. The approach selected

was to "piggyback" this demonstration on an engine scheduled for a compressor

rotor stress investigation.

Of course, there are a number of constraints imposed by the piggyback ap-

proach. One is the test time and operating conditions depend upon the primary

mission of the engine. Another, the number of A-developing sensors approved

will depend upon the confidence of the Aeromechanical Engineer in the running-

reliability of the new seztsors. Obviously, to instill ouch confidence re-

quires demonstration of running reliability on a limited number of sensors

initially.

The results of piggyback testing on FIOI Engine 470-021 and J85-21

Engine 221-010, already discussed in Task 4 of Phase II, helped to increase

that confidence. But it was not until testing of CF6-50 Engine 455-511 that

full conviction was gained regarding the reliability superiority of the all-

FSA Moleculoy gage system compared to the standard all-FSA Karma gage system.

On that test, one Candidate 2 (all-FSA) gage was applied to one of each

blade from Stages 1 through 7, 9 through 11, 13 and 14. A composite-ceramic

gage was applied to a Stage 12 A 286 blade. These gages were routed to the

slip ring along with 31 standard applications. After 30 hours of testing, a

check was made during reprogramming of the slip ring. At that time, all the

candidate gages had survived on the airfoil. The composite-ceramic gage on

Stage 12 was the only survivor out of the four gages connected to the slip

ring. As a result of the test, the Moleculoy gage, ultrasonic welding of the

ribbon to the grid, and the Pt-lONi intermediate leads were accepted as stan-

dard replacing Karma, capacitive-discharge welding, and Chromel P leads.

171



2.3.1 Reliability Demonstration Engine

With the adoption of tile gage materials and processes into the Instrument

Shop Unit, the confidence level of the Aeromechanical Engineer became moot. A

compressor test survey on CF6-6 Engine 451-000/1 was conducted utilizing both

Candidate 1 and Candidate 2 strain gage systems. The purpose of this test was

to evaluate aeromechanical performance of two new blade designs of the HPCR

Stage 9 blades and to study the affect of the response of Stage 1 and 7 blades

to stator closure schedules. The engine was tested in the core mode in the

Altitude Test Cell 43 at AEBG-Evendale. A 100-channel Polyscientific slip ring

that is freon-oil cooled was used to transfer the rotating signals on the

engine. The basic ring is shown in Figure 100 and the assembly in Figure 101.

2.3.1.1 Instrumenting the Engine

The strain gage instrumentation requirements established for the engine

were as follows:

* Stage 1 - Four blades for engine test

One for Hot Shake Facility integrity
verification

* Stage 7 - Four blades for engine test
One verification blade

* Stage 9 - Seven blades of each design for engine test;
Total - 14 blades

One of each design for verification tests.

Table 19 (Page 177) shows the instrumentation requirements, gage numbers,

tvpes of application, etc. that were used to instrument the blades.

Figure 102 shows the locations of the gages applied to Stage 7 and 9

blades.

The candidate gages were applied using the developed procedures and ma-

terials described in Section 4.0, Gage Fabrication and Application Details.

After applications of the engine gages, all blades were calibrated against

a foil gage that was selected from the strain distribution gage map. These

calibrations provide corrections to blade operating limits and indicated

strain.
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The calibrated blades were installed and routed through the compressor

spool as shown in Figure 103. The rework, lead-routing off the blade, and

lead tie-down are standard techniques used in most compressor rotor instru-

mentation application designs at AEBG-Evendale. Critical Assembly procedures

or details are identified on the drawing.

2.3.1.2 Engine Testing

CF6-6 Engine 451-000/1 was tested in Cell 43 from mid-April to early May

1980. The maximum speed tested was 10,080 rpm. The temperatures at the stages

were 180 ° F at Stage 1, 520* F at Stage 7, and 640* F at Stage 9. The blades

are titanium.

The total test time on the engine was 54:40 hours. A severe stall oc-

curred in the 13th test hour on a decel from 8940 rpm. Testing was interrup-

ted in the 28th test hour to change Stage 7 blades.

2.3.1.3 Test Results

Prior to the start of the test, two all-FSA gages (A04 and Q45) were in-

operative. A composite-ceramic gage indicated intermittent and was considered

failed at about 8:50 test hours; however, the gage returned some data during

the stall that occurred 4 hours later.

The maximum stress before and after the stall were: Stage 1, 30,000 psi

double amplitude, about 12,000 psi double amplitude on Stage 7, and 20,000 psi

double amplitude on Stage 9.

The stall-induced stress on Stage 7 caused the loss of three gages. The

gage that survived the stall (Mll) indicated a stress of 130 ksi double ampli-

tude or about 8400 microinches/inch p-p, as shown in Figure 104. Figures 105

and 106 show stresses before during and after the stall on Stage 9 blades.

During the replacement of Stage 7 blades, the applications on Stages 1

and 9 were visually inspected. All structures appeared mechanically sound;

that is, no loss of alumina was observed. The Stage 7 rotor shroud was

heavily rubbed. Stage 7 applications, obtained later had lost some of the

structures, both composite and all-FSA.
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Gages remaining at the end of testing:

Candidate I Candidate 2

Stage Composite-Ceramic AII-FSA

1 1 (A03) 0

7 0 (2 Failed at Stall) 1* (1 Failed at Stall)

9 4 2

*Removed after 28th test hour.

Figure 107 compares the reliability of the two gage systems. Reliability

is defined as the ratio of average sensor life and engine test hours.

2.3.1.4 Posttest Inspection

Stage 1 Blades. Resistance measurements of the four blades (Figure 108)

shiowed the gages were continuous. This frequently occurs even though the gage

circuit has been identified as faulty on test. Occasionally, a gage will re-

turn acceptable signals below some part speed but indicate "noisy" or "open"

above it. In order to conduct a postmortem without abrading away the complete

top coat, the blade is strained in bending to force the failed circuit to reg-

ister "open". Attempts to open circuit A04, A05, and A06 were unsuccessful.

Gage A04 (all-FSA) was soaked in a solution of hot caustic soda for about 36

hours. Figure 109 shows the remaining structure at 20 magnification. The

broken filament is the result of damage during abrading to find the failure

because resistance was still continuous after the soak. The postmortem was

t.erminated on these blades.

Stage 7 Blades. These blades were removed in the 28th test hour. The

condition of the applications after removal is shown in Figure 110. S/N 08

and 10 contain composite gages and S/N 7 and 10 have all-FSA applications.

Both candidates suffered alumina loss. The areas that show up white are

where pieces of alumina were removed after test during inspection of the blades

for failures. Blade S/N 07 (Ident. ll) was operating when removed from the
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Figure 107. Candidate Strain Gage Reliability Chart,

CF6-6 Core Engine 451-000/1.
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Figure 108. Stage 7 Blades After 54:40 Hours of Testing.
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Broken

Figure 109. Gage A04 (A11-FSA) After
36 Hours in Hot Caustic
Soda.
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Figure 110. Stage 7 Blades After 28 Hours of Testing.
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engine. The loss of the top coat on S/N 10 appears more from erosion than

mechanical damage that would be caused by high compressive stress during rubs

when the compressor stalled. No postmortem was conducted on these blades.

Stage 9 Blades. All blades with operating gages were dynamically cali-

brated after test. A failed application (Q39) was replaced by a foil gage.

Figures 111 and 112 show the composite-ceramic and the all-FSA gages as de-

livered from calibration.

The blades containing gage applications on the concave side of the air-

foil at the trailing edge (S/N 13 and 14) lost some of the top coat FSA. This

is believed to be caused by erosive particles from the Stage 7 rub during

stall.

Continuity measurements of resistance except for S/N 13 and 14 indicated

the gage circuits were complete. The blades with gages that indicated problems

during test were strained to open-circuit the systems. No significant change

in resistance was observed. No postmortem was conducted.

S/N 13 and 14 were postmortemed using the usual technique and abrading

away the top layers. Figure 113 shows the failure locations in the end loop

and grid.

2.3.1.5 Discussion of Engine Testing

Although the test hours were less than desired and most of the gage fail-

ures are attributed to damage incurred during stall, the test is considered

successful in that the composite-ceramic structure had higher reliability as

shown in Figure 107. This was expected going into the test based on fatigue

strength estimates discussed in Phase II, Section 3.2.1, and on expected stage

temperatures. The losses in both structures were high; but considering the

stresses during stall, this could be expected.

The constraint of locating the gages in this piggyback test on Stages 1,

7, and 9 prevented verifying bench test data that shows the reliability of the

alI-FSA gage application to be greater at temperatures above about 700 F.

The posttest inspection results do not indicate the need for systems re-

design or materials changes. If anything, they point toward a need for an

improvement in postmortem techniques.
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C1

Figure 111. Stage 9 Blades Containing Composite-Ceramic
Applications (Except for S/N 16, the Blades
Containing Calibration Gages Were Operating
at the End of the Test).
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Figure 112. Stage 9 Blades Containing All-FSA Gage Applications
(S/N K and S/N 17 Gage Applications Were Operating
at the End of the Test).
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S/N 13 -Al1-FSA

S/N 14 -Composite

Figure 113. Failure Sites of Stage 9
Applications (SIN 13 and
SIN 14).
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2.3.2 Selecting the Most Promising Candidate

It is not possible to select from the reliability chart in Figure 107

the better candidate for covering the temperature range to 1500* F. Again,

this test indicated the reliability of the composite-ceramic gate is better

at the temperatures of the stages instrumented than the all-FSA.

The only recommendation that can be offered must be based on fatigue

test results as well as the results from the reliability demonstration. It

is to apply the Candidate 1 gage system for stages operating at below 700* F;

for temperatures above 700* F, the Candidate 2 structure is preferred.

193



3.0 GAGE FABRICATION AND APPLICATION DETAILS

In this section, the details required to fabricate and apply strain gages

with either of the selected application techniques will be presented. Although

the application designs have changed little (Figure 114), process steps and

materials are significantly modified from those presented in the Phase I Report

issued late 1977. This is especially true for the composite-ceramic structure.

'fable 20 tabulates the materials and processes of the two applications.

Also presented will be lead routing techniques and designs used at AEG-

Ewendale to cross the span between the blade and the disk. These methods have

proved successful on development test engines.

Where necessary, the equipment used in this program will be identified as

to manufacturer and model, although for the most part, appliers of high temper-

attire strain gages have their own preferences. Fixtures designed and built by

GF for this program will be detailed, For others, there are sufficient details

provided for easy reproduction, if desired.

3.1 STRAIN GAGE FABRICATON

3.1.1 Material

The gage is made from Moleculoy, manufactured by Molecu-Wire Corp., Wall

Township, New Jersey. It is 75Ni 20Cr 4.5A1 alloy and has a diameter of 0.008

inch or 0.8 mil. It is bright annealed.

Splice-ribbon material is annealed Karma alloy that is 0.001-inch thick

and 0.015-inch wide (1 x 15 mils). The wire may be obtained from Driver-Harris

Company.

The intermediate leads are Pt-lONi. It is 0.002-inch diameter. Sigmund

Cohn Corp., Mount Vernon, N.Y., is the supplier.

3.1.2 Strain Gage Details

Figure 115 provides the fabrication and dimensional details of the gage.

All fabrication equipm'nt of processes are identified by the drawing. The
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gage is wound on a loom, removed, and pressed or flattened to 0.004 inch to

0.00045 inch. The gage flattening blocks are shown in Figure 116.

Surf 00 000

, .*= 0-0.4 Microinches

* Flatness = + 2 4 inches

Over Gage Length

Figure 116. Gage Flattening Block.

The bottom gage blocks are available from Do-All Corp. They are jo-blocks.

The upper block is made from a Carboloy tool bit that is 0.20-inch thick and

1-inch diameter. It is specially treated to have the finish and flatness

specified in Figure 116. The hydraulic press utilizes a Blackhawk Jack that

has a piston area of 1.864 square inches. The flattening force may be greater

than that used in the GE system but should not be less. Using this method

of flattening will provide uniform gages that are about 0.42 mil thick. Peri-

odic inspection of the surface of the center jo-block is recommended. The

blocks, even at a hardness of Rc = 65, become sufficiently deformed which

mar the gages and cause stress risers and short life. Greater block hardness

is preferred.

3.1.3 Gage Annealing

After the flattened gages have been equipped with the ultrasonically-

welded ribbon leads, the assembly is heat-treated (Configuration G04 in Fig-

ure 115). The heat-treat enhances gage performance by:

1. Increasing the fatigue strength of the gage alloy

2. Increasing the ultrasonic weld strength by diffusion

3. Stabilizing the gage factor.
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The heat-treat temperature that is used is 1050 ° F. This temperature

primarily was selected because of the excellent stability characteristics of

gage factor over the temperature range to 10000 F. It also, in combination

with the coldwork introduced by flattening to 0.40-0.45 mil, increases the

fatigue strength of the alloy.

The gages equipped with ribbon are heat treated on a platan which is a

piece of quartz 4 inches x 6 inches x 3/8 inch thick. The gages are placed

on the clean platen and are spaced 1/4-inch apart. The grids only are covered

with SS White Alumina No. 3 powder that is between 20-50 mils deep.

The platan with gages are placed into a furnace that is set to 1050 ° F.

The temperature is maintained for about 1:45 hours. It is then turned off and

allowed to cool with the door closed. Platan temperture is monitored using a

thermocouple attached to it. After cooling to about 300 ° F, the oven door is

opened, and the platan is removed when it is cool enough to handle.

Brush the SS White Powder from the gage, remove it from the platan, and

dip the gage into MEK to remove particles of powder. Tape the gage onto a

paper carrier. Use Scotch 64 tape strip 0.050-inch wide by 0.35 to 0.40 inch

long. Place the center of the tape at the center of the ribbon lead. Measure

gage resistance with a digital multimeter on the ribbon as close to the ultra-

sonic weld as possible. Log the resistance on the paper carrier and store it

in an appropriate folder. The gages are equipped with Pt-10Ni intermediate

leads (to either the G05 or G06 configuration in Figure 115) when the length

of the lead has been determined.

3.2 GAGE APPLICATION INSTRUCTIONS

In Phase 1, the material selected for the adhesion or bond coat was
Metco 443. The selection was based on its oxidation resistance over the tem-

perature range to 15000 F. However, to utilize its self-bond feature which

causes maximum adhesion requires the use of plasma-spray equipment. On the

other hand, the self-bond feature of Metco 450 is obtained when it is applied

with oxy-acetylene flame-spray. The material starts to oxidize (the oxide is

green) at about 1300 ° F with the rate increasing at higher temperatures. How-

ever, instrumentation applied on Metco 450 for turbine blade stress tests has

shown no evidence of debonding at temperatures between 1400 ° and 1750* F.
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Therefore, it seems advisable to avoid the use of plasma-spray equipment

which may not be readily available to change the bond coat from Metco 443 to

Metco 450.

The process steps detailed below for the most part are those currently

used by the Instrument Shop in AEBG-Evendale to supply Moleculoy gages using

Rokide or all-FSA techniques. The composite-ceramic techniques are those

that have been developed as a result of this program.

3.2.1 Preparing for the Gage Application

1. Clean Part. Remove all visible dirt/grease with detergent, ammonia,
and hot water. It is recommended that some parts be baked to remove
impregnated contamination.

2. Lay Out. Lay out the gage location (brass scribe). Extend the gage
location lines to a length beyond the flame-spray area. These lines
will be covered with tape and after grit-blasting and spraying can
be transposed again to gage area. The gage i.s to be located within
±0.015 inch and ±1 of requested dimensions.

3. Mask for Grit-Blast. Mask around the area to be blasted using
Scotch 470 tape (only approved tape) to include all areas which

will be in the direct overspray of the grit. The sketch below is
the application width dimension for grit-blast:

4. Grit-Blast. Small parts shall be blasted in the small Trinco Blast
Cabinet, larger parts in the walk-in grit-blast room. New 120-grit
aluminum oxide is to be used one time only. Do not reclaim grit and
use for this operation again. Adjust the blasting pressure 30 to 50
psi, depending on the parts to be blasted. Higher pressures than

50 psi are not permitted. Nozzle distance shall be 4 to 6 inches
and held at 45" angle to the surface being blasted. Nozzle speed

should be about 1 inch per second.
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5. Check Blast. Using a 3X magnification or greater, compare the
blasted surface with the "accept" or "reject" sample specimen. This
sample specimen shall be kept in the gage room cabinet.

6. Clean Blasted Area. After the grit-blast, clean the grit-blasted
area with neutralizer. Follow by washing with distilled water and

blot with clean tissue. Inspect the tissue for contaminants; if

any exist, reclean, and inspect. Do not remove Scotch 470 tape.
An alternate technique may be used. It is to blow off the surface
with clean air. Use 470 tape adhesive side and blot blasted area.

Repeat with clean adhesive until tape comes up clean.

7. Mask for Flame Spray. Add additional tape (Scotch 470) around ap-
plication area to achieve flame-spray dimensions (see sketch below).

Apply a coat of Turcoform 537 liquid mask over tape and dry.

" ___j0.39 L

To the skilled operator, Turcoform 537 over the edge of the tape is
not required. For the beginner, it does prevent overheating the

tape and the chance of contaminating the bond coat.

8. Metco 450 Bond Coat. Apply the bond coat with either the plasma-

spray unit or the Metco thermospray unit using the Metco 5D spray

gun. The coating thickness should be I to 3 mils.

9. Clean Metco Bond Coat. Using clean MEK and brush, clean the Metco

and any tape residue around the application area. Special precau-
tion must be taken to ensure no surface contamination is imposed on-
to the flame-spray from time of final cleaning until FSA application.
Do not touch spray with fingers and do not leave part exposed when

not being worked.

10. Mask for Rokide. Mask the Rokide application area using Mystic

7402 aluminum tape; see dimensions in sketch below. All exposed

areas of the part except the application area must be masked to
protect against overspray.
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0.19
0.16

II. Rokide Base Coat. Spray application area with 2 to 3 mils of Rokide

Spray distance shall be 6 to 8 inches.

The alumina rod that is recommended because of the erosion resis-

tance of the sprayed material is 1/4-inch diameter. It is pur-
chased from BLH as BLH-H ceramic rod. At GE, it is applied with a
Mogul R-3 coating gun.

12. Inspect the FSA Base Coat. Visually inspect the base coat at magni-
fication 5. Large clods or blobs of the material should be removed
from the gage area by abrading it with a piece of BLH-H rod. It is
not necessary to remove the clods from the lead path area unless

they are unusually large.

The above process steps apply to both the composite-ceramic and the all-

FSA applications techniques. The remaining process steps are different for

the two techniques.

3.2.2 Composite-Ceramic Application

In the developed application, tne Denex 2 cement used is ground or pul-

verized for at least 50 hours beyond the grind of the standard product. The

cement is thinned with I part distilled water to 4 parts cement by weight.

1. Priming the A120 3 Base Coat. Before removing the 7402 tape used to

mask the part for the application of the FSA base coat, appy a thin
coat of well-stirred Denex 2 cement using a Kodak No. 2 sable hair
brush (or equivalent). Brush the material to be sure it wets the
surface of the A1203 . Remove the excess cement with a cotton
swab dipped in distilled water. The coat should be very thin and
smooth. Air dry 15 minutes and remove the Mystic Tape. Heat the
part slowly 170 ° to 180 ° F for 30 to 40 minutes to remove moisture.
Use a heat lamp. Heat in an oven at 212 ° F for 30 minutes followed
by 1 hour at 390* F. Remove from the oven and allow to cool.
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2. Lay Out. Transpose the grid location lines from the Metco 450 bond
coat to the base coat primed with Denex with a sharp tungsten scribe
and a clean straight edge. The scribe line should be very lightly
marked.

3. Applying the Gage. In the original Phase I Report, the technique
specified did not use small tape strips on the gage, because it
was believed that Denex could be applied without distorting the
gage. This was not the case because the Denex did not wet the sur-
face of the primed base coat. Repeated brushing to spread the
cement over the gage caused its distortion. 'rape strips, as with
the Rokide technique, were used. A subsequent development was to
etch the primed surface with aluminum phosphate. This treatment
allowed the top coat of cement to spread evenly over the base coat;
however, the use of the tape strips still continued.

Recently, since the completion of applications for the demonstration ef

reliability on the CF6-6 engine, it was shown that a coiaplete gage application

can be completed without using the usual tape strips on the gage/grid. Since

gages applied using this technique have never been tested, both the method

used in the development (old) and the new technique will be presented here.

a. First, on the base coat of FSA that has been primed with a thin coat
of Denex, place a small amount of aluminum phosphate and scrub it in
the surface with the No. 2 sable hair brush. Initially, the liquid
will puddle until the surface becomes etched where upon the material
will spread evenly. Blot the excess liquid from the surface of the
basecoat. Dry thoroughly or the tape will not adhere to it. A heat
lamp may be used to accelerate drying.

b. Remove the gage, equipped with proper length leads, from the protec-
tive folder. Lift the gage off the paper holder using the 0.050-
inch tape strip that secures it. Carefully position the gage over
the layout lines. Fasten the tape.

c. First, place a piece of 0.080-inch wide tape on the intermediate
leads just below the ribbon leads and fasten to the part. Then,
place a strip of Scotch 64 Tape precut to 0.030 inch wide by 0.35 to
0.40 inch long on the gage grid 0.02 inch from the end loops. It
is necessary to dip these strips into alcohol to remove the static
charge which will attract and distort the grid. Shake to remove ex-
cess alcohol; but while the strip is still moist, press it into po-
sition. Place a plastic flap over the grid ribbons and gently roll
the plastic to secure the strips.
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0.020 End

Loops

Exposed 0.030 Tape

0T"
0.030 -0.050 Tape Over Center

of Ribbon

Apply this Tape

After the Gage 0.80 Wide Tape For

is Positioned , Intermediate Leads,

Space About 0.25 in.

Base Coat

d. Thoroughly mix the Denex and apply a very thin coat of cement to

the exposed areas. The cement is to be barely sufficient to cover

the grid and leads. Do not allow the cement to run onto the Metco

bond coat. Should this become a problem prior to starting the gage

application procedure, the Metco 450 should be covered with tape.

e. Allow the cement to air dry for 30 minuites. Heat the part slowly 170"

to 180 ° F in an oven and soak for 30 to 40 minutes. While the part

is still warm, very carefully remove the tape strips by pulling the

edge of the tape back over itself at 45* to the length of the tape.

Remove any other tape, place the part into an oven, and heat to

212 ° F. Hold for 30 minutes and then raise the oven temperature to

390w F. Hold for 1 hour and remove and cool the part.

f. Apply a coat of thin, well-stirred cement into the areas exposed by

removal of tape but not at the ribbon leads. There should be no tape

residue and the areas may be easily filled. Again, the thickness of

cement should be just sufficient to cover the grid and leads.

g. Air dry for 30 minutes. Heat 170* to 180* F for 30 to 40 minutes.

Cure 1/2 hour at 212' F

Cure 1 hour at 390* F

Cure I hour at 480* F

Cure 1 hour at 6600 F

Measure the bonded gage resistance at the still-exposed ribbon leads and

lop. It is not necessary to apply cement on these leads.
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The above steps apply to the new procedure except Step C is modified.

In this new procedure, the two strips of tape are not applied onto the gage

grid.

New Procedure (Step C)

Fasten the gage onto the base coat with the strip over the ribbons. Po-

sition and fasten the leads as discussed in Step C. If the gage is flat

against the base coat, place a small drop of well-stirred cement in the

center of the grid. Carefully spread it with a sable hair brush, brushing!

it from the tape strip on the ribbon toward the end of the gage. r_xperience

will dictate the size of the drop of cement. Be sure all strands are covered.

If tne gage is not flat, prepare a narrow strip ol Lotpe in the following

manner:

Adhesive

Toget her

Place the adhesive side of the tapes together. Cut a width of the tape

0.030 to 0.035 inch wide and place onto the gage with the exposed edges ot

adhesive down. The center of the narrow strip is placed over the gage and

gently pressed to adhere to the Metco 450. The gage, now held flat to the

base coat, may be covered with cement. The tape should be positioned to just

cover the outer grid end-loops. Work the cement near this suppressor strip

with the brush. It will flow under the strip and cover the gage with suffi-

cient cement. Cure as in Step E and complete the remaining steps.
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Top Coat - Using Mystic 7402 aluminum tape, mask the entire blade and

around the gage application to the dimensions shown in the sketch below.

There should be a border of Metco 443 on all sides of the cement of approxi-

mately 0.062 inch. Cover gage legs in the splice area with tape.

0.34

0.30 ' 0.060

0.040

FSA Top Coat

Primary Lead Splice - Follow process steps under 4.2.5.

3.2.3 AIl-FSA Application

After preparing for the gage application as outlined in Section 4.2.1,

the all-FSA or Rokide process is completed using the following procedures:

I. Lay Out. Remove the tape around the base coat of Rokide leaving the
second mask of tape with gage location lines exposed. Transpose
the gage location lines using the tungsten scribe and straightedge
onto the Rokide spray. Mark very lightly.

2. Applying the Gage. Cut strips of Scotch 64 tape. Strips are to be
0.030 inch wide to hold the grid. For the leads, the tape is 0.080
inch wide.

Secure a 0.050-inch wide strip of tape to the ribbon leads 0.02 inch
below the gage grid. Lift gage off paper-holder with this tape and
locate the grid on layout lines. Fasten grid to A1203 base coat
with the tape. Pick up precut strip of 0.03-inch wide tape with
tweezers, dip in alcohol, shake and while still moist, place the
strip on the gage grid 0.02 inch below top loops of the grid (top
of tape edge from top loops). Place second strip on grid 0.02 inch
above bottom loops. Using curved tweezers, press ends of tape to
secure. Place plastic flap over grid and gently roll the plastic
with finger to secure tapes. In a similar manner, fasten ribbon
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and leads to base coat with 0.080-inch wide strips positioned so
there is 0.200 to 0.250 inch space between strips. Place strips of
tape over the ends of the strips used to hold gage and leads in
place. These should be large to hold the small strips during
sprays.

3. Spray First Coat. Visually check using 3X magnification or greater
in the spray area prior to spraying the first coat of FSA for loose
tape, distorted grid and leads, and raised leads.

Spray first gage coat of Rokide 2 to 4 mils thick. Spray the gage
application holding the gun 90" to the part surface and moving gun
parallel. Move the arm slowly and do not angle the gun nor pivot
the wrist with a sweeping or fanning motion. This is important to
avoid blowing the tapes loose and flowing the Rokide under the gage
and ribbon legs. Spray distance shall be 8 to 10 inches.

4. Check Gage. Visually inspect first coat, FSA (5X or greater):

* Thickness 0.002 to 0.004 inch

0 Coverage of complete sensor area.

5. Prepare for Final Spray. Remove the tape holding the tape strips.
Remove the tape strips from the gage grid and ribbon legs. Accom-

plish this by folding the end of the tape strips back over itself
and pulling the strip at a right angle to the principle direction
of tape.

Remove the second tape mask around application area leaving the
first tape mask. Visually check (5X or greater) the installation
for:

" Excessive tape residue (remove if possible using new tape
strips)

" Leads are down against surface

" Possible damage caused by first coat.

Check gage for continuity and ground.

6. Final Spray. Spray the final coat over gage installation 3 to 5
mils thick. The total thickness of the gage application shall not
exceed 15 mils. Spray distance is 6 to 8 inches.

7. Measurements. Measure the bonded gage resistance where the first
applied tape was removed below the gage grid. Record in Strain
Gage Reliability Log. Mask application and cover leads with flame-
spray alumina.
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8. Inspect. Measure gage resistance at the primary splice area to
assure continuity. Resistance to ground must be better than 40
megohms.

9. Primary Lead Splice. Follow process steps under Section 4.2.5.

3.2.4 Postapplication Heat Treat

Prior to the attachment of the primary leads to the Pt-lONi intermediate

leads, the application is to be heat treated. This heat treat is necessary to

stabilize gage factor as discussed in Section 3.2.2, Task 2 Gage Sensitivity.

One heat-treat temperature cannot be used for all blade materials. For blades

that will be exposed to temperature less than 8000 F, the heat treat tempera-

ture will be 8300 F for 4 to 6 hours. For operating temperatures of 1000* F

or less, treat the blades at 1050 ° F. A 1200* F heat-treat temperature is to

be used for blades that will operate between 10000 and 1500" F. The heat-treat

time for these temperatures is 2 hours.

The gage factors that will be used with these gages are shown in Figures

73, 74, and 75.

3.2.5 Splice to Primary Leads

The primary lead wire, that is used at AEG-Evendale and is standard for

compressor rotor applications, is purchased from the Thermo Electric Co.,

Saddlebrook, New Jersey. It is 28-gage chromel versus alumel wire in a duplex

insulation of carded asbestos. The overall cover is tightly woven glass.

1. Using Mystic 7402 tape, mask the gage application. Remove tape
covering gage leads in splice area.

2. Strip 3/8 inch of the outer and inner insulation from EAG30K lead
wire that has been cut to the proper length.

3. Flatten each of the wires using duckbill pliers or equivalent to
one-half of original diameter. Cut flattened wire to 1/8 inch
length from insulation.

4. Nichrome weld lead wire in place extending the bare flattened portion
onto the Rokide base coat. The nichrome strap and the insulated
portion of the flex lead wire must extend to the edge of the Rokide.
Make certain there is no insulation in the splice area.
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5. Gently radius the ends of 2-mil Pt-lONi convoluted wire leads on
top of the flattened leads at a right angle to flex wires and weld
using a Unitek welder and a copper backup spade. Splice must be
flat on surface for spray application. Use tape strips as required.

6. Cover splice with Rokide spray. Use 6 to 8 inch spray distance.
Keep buildup to a minimum.

7. Remove all tape. Measure and record gage plus lead continuity re-
sistance and resistance to ground.

3.3 LEAD ROUTING DESIGN

3.3.1 Design Philosophy

The design of rotor instrumentation at AEG-Evendale for new engines is a

combined effort of the Aeromechanical Engineer, the Component Design Engineer,

and the Instrumentation Designer. This team effort was necessitated in the

1968-1969 time period because of steadily declining reliability of strain gage

instrumentation on advanced engines. Prior to the formation of the team, hard-

ware rework was dictated by the Design Engineer with little or no consideration

for the instrumentation except that it was there and holes had to be provided

for lead routing into the inside of the spool. Often, the rework provided re-

quired a portion of the primary lead and splice to intermediate leads to be on

the outside of the spool where, even though covered with nichrome, they were

exposed to the hostile forces of centrifugal load and high velocity airflow.

This was a predominant failure site. An instrumentation system on the blade

was designed to prevent the application of leads and splices on surfaces where

they would be exposed to these forces.

The new, reliable design that was adopted as standard practice was to

1)cate all splices and primary leads under the blade platform where they would

oe either loaded in comptession or shear. This also placed the requirement

that the primary leads that would be routed through the spool would be applied

on the bench, not after the blade was assembled into the spool, as occasionally

was the case with previous designs. Using the new standard design, the Instru-

mentation Engineer and Component Designer defined rework slots, holes, routing

schemes through the spool, compressor assembly sequence, and acceptable appli-

cation materials and processes that would maintain both engine hardware and

i,,strumentation integrity.
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The team of the Aeromechanical Engineer and Instrumentation Engineer

establishes "engine" gage locations and routine routing path of intermediate

leads on the airfoil. Good instrumentation practice has always decreed that

judicious consideration of bench test data for nodal patterns and vibratory

strain distributions be exercised to select two or three engine gage loca-

tions, on a given airfoil, so as to provide satisfactory sensitivity to all

airfoil modes expected to display significant response. An important con-

sideration in the selection is the determination of gage locations in areas

of modest vibratory strain gradient so that small variations in gage placement

will not introduce prohibitive error in engine test data. Similarily, refer-

ence or calibration gages are selected from the bench test data for each of

the engine gage locations. The routing paths are defined using the strain

distribution data. They are selected to least affect the engine gage and the

reference gage locations with consideration for low vibratory strain response

at the airfoil fillet-crossing to platform.

The influence of the engine gage on the structural properties of the

blade is determined from dynamic testing in the laboratory for the modes ex-

pected in the engine test. This calibration against the reference gage is an

involved procedure but is necessary to relate the response of the instrumented

to the uninstrumented airfoil. Such calibrations a-e factored into the calcula-

tions of the endurance limits/stress limits during test for the modes affected.

They also serve as quality control of the applied sensor. Significant devi-

ations of the ratio of engine gage to reference gage readings necessitate re-

instrumenting of the blade.

3.3.2 Typical Application and Routing Designs

Figures 117, 118, and 119 show typical blade strain gage applications and

lead wire routing designs under the blade platform. These along with Figures

92 and 103 which show typical strain gage instrumentation lead-routing and as-

sembly instructions for the Fl01 and CF6-6 engines provide adequate descrip-

tion of the materials, processes, and the techniques of routing the primary

leads off the blade dovetail to the disk. For blades that are circumferen-

tially loaded into the dovetail slot, the instrumented blade is positioned 3

or 4 blades away from the leadout hole into the inside of the spool. The

holes are filled with H cement and nichrome covered on the ID of the spool.
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The lead in the circumferenceial dovetail slot is not nichrome-strapped to

the spool; rather, it is free and is supported during rotation by the bottom

of the blade dovetails between the instrumented blade and the lead-through

hole.

Occasionally, for some blade stages that have axial dovetails, and may

contain a large gap between the bottom of the blade dovetail and disk, the

technique that is preferred, especially if the blade is loose in the slot,

is to cross the span to the disk at the pressure face of the dovetail. This

is shown in Figure 120.

3.4 SUMMARY

The techniques, materials, and processes developed in this program have

been adopted as standard for high temperature strain gage applications. For

the most part, the all-FSA or Rokide structure is preferred because the tech-

niques are well-known and the time of application less than for the composite-

ceramic method. Primarily, this is so because of the cure cycle of the Denex

2 cement.

Within the last year, the all-FSA structure has been used at temperatures

beyond those investigated in this program with dramatic results. Thirty-one

of these new gage systems were applied to Stages 1 and 2 of a low pressure tur-

bine of an advanced FlOl-type engine. The maximum temperature of Stage 1 was

1625' F and 1400" F at Stage 2. Maximum stress observed was 15,000 psi double

amplitude. At the end of 33 hours of testing, the reliability, based on num-

bers of gages, was over 93%; 29 gages were still operating.

Routing designs on blades and through the spool parts are those that

have been used for years. Although the designs require significant rework

to engine hardware, the reliability of the instrumentation has justified the

expenditure. As a matter of fact, for some first-of-a kind hardware, the

rework for instrumentation is included in the Manufacturing drawing to

reduce turnaround time.
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4.0 TEST EQUIPMENT

The laboratory equipment described in this section was used throughout

Phases I and II of the program.

4.L HIGH TEMPERATURE STRAIN GAGE EVALUATION FACILITY (Figure 121)

4.1.1 General Description

The facility is used to evaluate the performance of dynamic and steady-

state strain gages, application materials, and application designs. It is

capable of providing gage factor, gage resistance, insulation resistance,

and fatigue strength information at temperatures to about 2000* F. Gages

undergoing test are excited in a potentiometric circuit by constant current.

The gages are applied to beams that are designed to produce a constant stress

along the gage test section.

The instrumented beam is mounted as a cantilever in a Krouse Fatigue Test

Machine. The free end of the beam is deflected by a motor-driven cam through

an arm, the length of which is adjustable and determines the magnitude of

tht dynamic strain. Static strain is set by shims between the beam free end

and the connecting arm bearing plate that is bolted to the beam. Adjustments

,)f static and dynamic strain are verified by a precision low temperature

str.-in gage applied to the beam in the gage section. The Krouse Machine oper-

atcs at a constant frequency of 30 Hz.

4.1.2 High Temperature Gage Factor Facility

In this facility, the instrumented sensitivity beam, Figure 122, is in-

stalled into modified water-cooled mounting jaws of the Krouse machine. Heat

is supplied to the beam from a 15 kw Lepel Induction Heater. Figure 123 shows

the beam enclosed by the induction heater coil. Sliding water-cooled suppres-

sor plates are mounted at each end of the coil on a rack and pinion to main-

tain uniform temperature along the beam test section by changing the induc-

tive field. These plates also protect the mounting jaws and the cam-connect-

ing arm-bearing plate boilted to the beam for overtemperature. The distance
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between the suppressor plates is decreased with increasing temperature. The

temperature profile along the test beam is shown on Figure 124. A thermo-

couple applied to the test section near the strain gages is used to record

temperature on a strip-chart recorder.

The test section of the beam will accommodate four gages (two per side)

along with the thermocouple and a precision strain gage. For high tempera-

ture work, the deflection of the beam, as measured by a dial indicator accu-

rate to 0.0001 inch, is calibrated against the indicated strain from the pre-

cision strain gage. Thus, after the beam has been exposed to temperature

sufficiently high to destroy the calibration gage, the strain gage can be

changed to a new value using beam deflection only. Strain gages to be evalu-

ated for sensitivity are equipped with four leads - two on each gage leg.

This permits the determination of gage factor without errors that can be

caused by the lead wire.

Test Measurements and Calculations

Measurements obtained in this facility are those required to calculate

gage factor. The gage power supply, measurement circuits, test switches, and

auxiliary wiring are shown in Figure 125.

The basic measurement circuit is a four-wire constant current system

shown in the foliowing sketch:

10.000 Q

_ -Heated Section

I ofest Beam
; n stant

Current DVM

VIR

Basic Circuit

220



1700

1600

1500

1'00

1300

1200

1100

1000

900

800

2221



Poweor Oa ll abi

ore Sga Readout

Switch FOacillograpb

Swith Sitc Amplifier

Sotadad Filter

Gage No.1 Gage No.2

latter Voltge Patchr Aplfe

Figure 125. Sceai of T Wirin Diaram

L~over ele222



where VIR = voltage drop across a precision resistor in series with the
gage

Vp-p = dynamic voltage, at a set dynamic strain level, is measured
by a detector circuit. The magnitude of the difference be-
tween plus and minus peaks of the filtered gage signal.
(System noise, consisting of 60 Hz and RF from the Lepel
Heater, is removed by a narrow band-pass filter.)

Vg gage voltage is measured with a DVM that is insensitive to
the low voltage ac (Vpp) signals from the strain gage.

From the measured values of VIR, Vp.p, Vg, and strain (deflection), gage factor

is determined:

CF = AR -
R C

Vp~p Vg

but AR - and R = 9
VIR/lO.000 VIR/O .000

VIR

where .00 - Ig = gage current'

Therefore, GF = __.
Vg

Gage factor (GF) and gage resistance (R) changes with temperature and/or

strain are plotted from these calculated data. GF and R drift at temperature

with time obviously may also be obtained in this facility.

The insulation resistance of the materials of application (flame-sprayed

alumina, ceramic cements) is used in the analysis of gage system performance.

This resistance-to-ground (RINS) is obtained by measuring the current flow

(IPA) through the gage adhesive with a picoainmeter. Power is supplied from

four mercury batteries at 5.4 volts. The adhesive resistance generally is

high enough to keep the battery at the open circuit voltage; however, during

high temperature testing, battery voltage is checked frequently. Readings are

obtained with reversed excitation polarity and averaged. Resistance-to-ground

is calculated from
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RINS = 5.4 Volts
IPA

Figure 124 also shows the temperature variation in the beam test section

is essentially zero. However, there is an uncontrolled temperature drop from

the test section to the ends of the beam. This will cause an increase in the

modulus of the beam material which causes a change in the strain-tip deflec-

tion calibration that was obtained at room temperature. Much of this error

has been removed by calculation based upon the temperature gradients (Figure

124) and modulus of elasticity versus temperature curves for the beam material.

Accuracy

The system inaccuracy from all error sources in the Gage Factor

Facility are:

" GF error using DVM 11.7%

* Gage resistance error ±0.1%

* Resistance-to-ground error between

15 KQ to 1.5 MQ +5%

4.1.3 Strain Gage Fatigue Test Facility

A!; with the Gage Factor Facility, this facility also includes a Krouse

Fatigue Test Machine. Gages undergoing fatigue tests are connected to signal

conditioning circuits that automatically turn the machine off if either a

gagc circuit fails or the signal amplitude varies by 15%. The broad toler-

ance is necessary to avoid occasional noise "spikes" from causing premature

shutdown. The number of cycles to shutdown of the facility is registered on

a mechanical counter. Failed gages are inspected or postmortemed to determine

the cause of failure. Heat is supplied to the test beam containing the gage(s)

undergoing test by a split-shell, muffle-type furnace manufactured by Fatigue

Dynamics, Incorporated (Figure 126). Although the furnace is capable of

1600' F, steep temperature gradients along the beam length limits its use to

under b000" F for fatigue tests. For fatigue tests above 1000' F, gages are

tested on sensitivity beams (Figure 122) using the Lepel induction furnace as

the heat source.
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The constant-stress beam design, Figure 127, is used for fatigue tests to

1000' F. This beam is large enough to accommodate the application of six gages

(three on each side) for fatigue testing to about 500" F. Above that tempera-

ture, the temperature gradient along the beam dictates that gages be located

at the same axial position along the beam and only two gages per beam side are

applied (Figure 128). The sensitivity beam that is used for fatigue tests

above 1000' F will accommodate four gages, two per side.

Tests may be conducted with or without a mean load, as discussed earlier.

When a mean load is used, generally only one side of the beam is instrumented.

Strain gage systems undergoing fatigue testing are periodically monitored

for gage factor, gage resistance, resistance-to-ground, and waveform. This is

to assure that the gage is accurate throughout its test life. Gages that ex-

hibit changes, e.g., supersensitivity or a decaying gage factor, are consider-

ed failed when the change is observed.

4.2 EROSION TEST FACILITY

The erosion test facility comprises a test fixture that holds a grit

blast nozzle at a 30' angle to a test specimen that contains up to six strain

gage applications (see Figure 129). Number 120-grit is discharged from the

nozzle at a pressure of 90 psig. Each of the applications undergoes the ero-

sion test separately; the remainder of the applications on the test specimens

is protected from the effects of the grit. In the test, the time to open the

strain gage contained in the application is recorded. The average time for

the number of applications undergoing test is compared with the average time

of other applications. These qualitative data are used only as an indicator

of the relative erosion resistance of applications at room temperature.

4.3 HOT SHAKE FACILITY

The hot shake facility, shown schematically in Figure 130, is used pri-

marily to establish the fatigue strength of gages when applied to jet engine

compressor blading. It provides a couple of advantages over testing on flat

beams. First, because blade fundamental frequencies are generally high, 106
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or 107 cycles can be accumulated in a short time compared with that in the

30-Hz Krouse Fatigue Test Machine. Second, it factors complexity of applica-

tion (curved surfaces, lead routing through fillets) into the fatigue strength

and, therefore, provides more realistic strain gage life estimates.
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